
1./ IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETECT AND PROTECT ANY EXISTING UNDERGROUND SERVICES.

2./ IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REINSTATE ALL SURFACES AFFECTED BY WORKS.

3./ CONTRACTOR IS TO FAMILIARISE THEMSELF WITH THE SITE CONDITIONS AND GET SUFFICIENT INFORMATION ABOUT ALL
PROPOSED WORKS PRIOR TO COMMENCEMENT OF ANY WORKS.

4./ CONTRACTOR TO REMOVE AND RE-INSTALL ALL EXISTING PLAQUES, SIGNS AND SIMILAR AS PER SUPERINTENDENT
INSTRUCTIONS.

5./ CONTRACTOR TO VERIFY ALL LEVELS AND DIMENSIONS ON SITE PRIOR TO COMMENCEMENT OF ANY WORKS.

6./ CONTRACTOR TO ENSURE ARCHITECTURAL AND STRUCTURAL DRAWINGS ARE READ IN CONJUNCTION WITH ALL SERVICES
DRAWINGS AND SPECIFICATIONS.

7./ CONTRACTOR TO COORDINATE AND PLAN BUILDING WORKS SO TO PROVIDE MINIMUM IMPACT ON WORKING STAFF.

8./ CONTRACTOR TO PROVIDE ELECTRONIC COPY IN AUTOCAD FORMAT OF "AS CONSTRUCTED DRAWINGS" FOR ALL SERVICES.

GENERAL CONSTRUCTION NOTES

EXTERNAL
STORAGE
20 sqm

EXISTING
CARPARK

WESTS ROAD

MCH 01

MCH 02

MCH WAITING

ENTRY AIRLOCK

COVERED OUTDOOR

CHILDREN'S WC

DDA WC

LICENSED CHILDREN'S PLAYROOM 5

CHILDREN'S WC

NEW CIRC.SPACE

EX.PLAYROOM 3

EX. PLAYROOM 4

EX.STORE

EX.WC

EX.STORE

EX. PLAYROOM 1

EX. CHANGE

EX. PLAYROOM 2

EX. FOOD PREP

EX. STORE

EX. STAFF ROOM

EX. INTERVIEW

EX. OFFICE

EX. LAUNDRY

EX. CLEANER

EX. STAFF WC

PROVIDE DEADLOCK TO
EXISTING HINGED DOOR

PROPOSED MIN. 3000mm WIDE ACCESS TO PROPOSED CHILDREN'S
PLAYROOM 5 WORK AREA TO BE FENCED OFF. PROVIDE MIN. 1800mm
HEIGHT TEMPORARY WIRE MESH FENCING SECURELY STAKED AND
FIXED TO GROUND. PROVIDE 2NO. LAYERS OF SHADE CLOTH TO
CHILDREN'S CENTRE SIDE OF TEMPORARY FENCE. TO ALLOW TO
ADJUST FENCING TO AVOID TREES & ALLOW TO MAXIMIZE EX.
CHILDREN'S PLAY AREAS FOR EX.PLAYROOM 1 & 2.

EXISTING SLIDING DOOR FOR
WC ACCESS FROM TEMPORARY
MCH WAITING AREA

TEMPORARY
MCH WAITING
AREA

1500mm HIGH TEMPORARY PLYWOOD
HOARDING & DOOR SHOWN DASHED. PROVIDE
CHILDPROOF MAGNALATCH TO DOOR

PROVIDE TEMPORARY FULL HEIGHT
PLYWOOD HOARDING WALL FROM FLOOR TO
UNDERSIDE OF STRUCTURE OVER FOR
WEATHER PROOF, SOUND MINIMIZING
BETWEEN PROPOSED WORK AREA &
EXISTING CENTRE OPERATION

PROVIDE 1500mm WIDE COMPACTED GRAVEL
FOR TEMPORARY ACCESS FROM FOOTPATH TO
CENTRE'S TEMPORARY ENTRY DURING INITIAL
PHASE WORKS. REMOVE AND MAKE GOOD
PRIOR TO COMPLETION OF CONSTRUCTION
WORKS

TEMPORARY
MCH

FULL HEIGHT TEMPORARY
PLYWOOD HOARDING &
920mmx2100mm HIGH DOOR
DURING STAGE 1 WORKS

FULL HEIGHT PLYWOOD HOARDING &
RELOCATE EX. LICENSED AREA ENTRY
DOOR INTO NEW TEMPORARY DOOR
FRAME. REINSTATE EX. SECURITY
DOOR HARDWARE KEYPAD WITHIN NEW
PLYWOOD HOARDED WALL

PROPOSED 2400mm HIGH PLYWOOD
HOARDING FENCE DURING MCH PHASE
WORKS

920mmx2100mm TEMPORARY
DOOR & FULL HEIGHT PLYWOOD
HOARDING TO UNDERSIDE OF
STRUCTURE

USE THIS SPACE FOR
TEMPORARY MCH DURING
INITIAL PHASE WORKS

WORKS AREA

PLAN LEGEND

TEMPORARY MCH &
TEMPORARY ENTRY WORKS

PROVIDE RAMP ACCESS & LEVELING OVER
EXISTING STORM WATER DRAIN TO TEMPORARY
ENTRY POINT. ENSURE RAMP DO NOT IMPEDE
STORM DRAIN FUNCTION & ALLOW FULLY
DISCHARGE OF STORM WATER DRAIN TO
EXISTING DRAIN PIT.

EX. EXTERNAL CHILDREN'S PLAY
AREAS

PROPOSED TEMPORARY OUTDOOR
PLAY AREA 92SQM

NOTE:

1. PROVIDE SIGNAGE SHOWING 'CONSTRUCTION SITE DO NOT
ENTER' ON EXTERNAL FENCING & HOARDING AT EVERY 3 METERS.

2. CONTRACTOR TO ENSURE ALL SITE WORK AREAS ARE FULLY
SECURED THROUGHOUT CONSTRUCTION PERIOD. ENSURE OHS
COMPLIES TO AVOID ANY ACCESS TO WORK AREAS/GENERAL
CONSTRUCTION MATERIALS/TOOLS  BY CHILDREN.

3. MINIMIZE ANY DISRUPTION TO OPERATION OF CHILDREN'S
CENTRE DURING OPERATIONAL HOURS.

PROVIDE WEATHERPROOF SIGNAGE SHOWING
'TEMPORARY ENTRY TO CHILDREN'S CENTRE' ON
EXTERNAL HOARDING FOR STAGE 1 WORKS

PROPOSED CONTRACTOR
PARKING ON
LANDSCAPED AREA
DURING WORKS

ALLOW TO ADJUST EXISTING SAFETY
FENCE TO SUIT PROPOSED TEMPORARY
HOARDING. REINSTATE SAFETY AT
COMPLETION OF STAGED WORKS

DEMOLISH EXISTING TREE.
MAKE GOOD TO AREA TO
PREPARE FOR TEMPORARY
ACCESS

PROVIDE TEMPORARY TREE PROTECTION FENCE
TO FULL PERIMETER OF EXISTING TREE TO BE
LOCATED MIN. 3000mm AWAY FROM THE
EXISTING TREE TRUNKS

PROVIDE TEMPORARY TREE PROTECTION
FENCE TO FULL PERIMETER OF EXISTING
TREE TO FULL EXTENT OF EXISTING DRIP
LINE AT PERIMETER OF EXISTING TREE

REMOVE EXISTING TREE.
MAKE GOOD TO AREA TO
PREPARE FOR PROPOSED
CONTRACTOR PARKING

PROVIDE TEMPORARY TREE PROTECTION
FENCE TO FULL PERIMETER OF EXISTING
TREE

PROVIDE TEMPORARY TREE PROTECTION
FENCE TO FULL PERIMETER OF EXISTING
TREE

PROVIDE 1500mm HIGH
TEMPORARY CHILD FENCE WITH
GATE TO ACCESS STORE WITH
CHILDPROOF MAGNALATCH

PROVIDE TEMPORARY
2400mm HIGH PLYWOOD
HOARDING WALL FOR
CHILDREN'S OUTDOOR
PLAYAREA

TEMP
ENTRY

OUR JOB REF:

ALL 3D IMAGING USED IN THESE DRAWINGS IS INDICATIVE ONLY. ANY 3D IMAGING IS SHOWN
FOR COORDINATION PURPOSES ONLY AND IN NO WAY ARE THE 3D IMAGES SHOWN TO BE
USED FOR CONSTRUCTION PURPOSES.

THIS DRAWING IS COPYRIGHT. NO PART MAY BE REPRODUCED OR OTHERWISE DEALT WITH,
WITHOUT THE PERMISSION OF K20 ARCHITECTURE.

NOTE IMPORTANT
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MARIBYRNONG RIVER CHILDREN'S CENTRE REDEVELOPMENT
6 WESTS RD, MARIBYRNONG

0335.00

MARIBYRNONG CITY COUNCIL

A-A0.01 T02 EX./DEMO. &  PROPOSED SITE PLAN
A-A1.02 T02 EX./DEMO.FLOOR PLAN, RCP, ROOF PLAN
A-A1.03 T02 STRUCTURAL SET OUT PLAN & GA PLAN
A-A1.04 T02 PROPOSED RCP
A-A1.05 T02 FITOUT & FLOOR FINISHES PLAN
A-A2.01 T02 MAJOR ELEVATIONS
A-A3.01 T02 MAJOR SECTIONS
A-A4.01 T02 INTERNAL ELEVATIONS_MCH, DDA WC, PLAYROOM 6
A-A4.02 T02 INTERNAL ELEVATIONS_FOYER & PLAYROOM 5
A-A5.01 T02 JOINERY & CONSTRUCTION DETAILS
A-A5.02 T02 JOINERY & CONSTRUCTION DETAILS
A-A6.01 T02 DOOR TYPES
A-A6.02 T02 WINDOW TYPES

SUBJECT SITE

 1 : 200

PROPOSED HOARDING PLAN4

ARTIST IMPRESSION SOUTH VIEW2ARTIST IMPRESSION SOUTH-WEST VIEW1

ARTIST IMPRESSION NORTH-EAST VIEW3

N

N



LEGEND - EXISTING/DEMOLITION SITE

EXISTING IRRIGATION UNIT TO REMAIN & PROTECT
FROM DAMAGE. SHOULD ANY DISCONNECTION BE
REQUIRED BUILDER TO ALLOW TO REINSTATE UNIT.

IRG

EX-RWT

E1

EXISTING TREE TO REMAIN - PROTECT FROM DAMAGE

EXISTING WATER TANK.- PROTECT FROM DAMAGE

EX

EX-LP

EX-PIT

EX-BOL

EXISTING LIGHT POLE TO REMAIN & PROTECT FROM
DAMAGE

EXISTING BOLLARD TO REMAIN & PROTECT
FROM DAMAGE

EXISTING SERVICES PIT TO REMAIN
UNOBSTRUCTED & PROTECT FROM DAMAGE.
MAINTAIN CLEARANCES AROUND FOR
ACCESS AT ALL TIMES

EXISTING HOSECOCK TO REMAIN & PROTECT
FROM DAMAGE

HC-XX

CAREFULLY REMOVE AND SET ASIDE
EXISTING SHADE SAIL POST AND SHADE SAIL
FOR FUTURE REUSE/REINSTATEMENT

EXISTING GAS
MTR

EXISTING
CARPARK

WESTS ROAD

REMOVE EXISTING SAFETY FENCE INDICATED DASHED.
MAKE GOOD & PREPARE AREA FOR PROPOSED WORKS.

EXISTING STORMWATER
PIT TO RETAIN & PROTECT
DURING CONSTRUCTION

REMOVE EXISTING TREE AND STUMP & GARDEN BED.
MAKE GOOD & PREPARE AREA FOR PROPOSED
WORKS.

RETAIN EXISTING BITUMEN FOOTPATH

DEMOLISH EXISTING CONCRETE FOOTPATH TO SUIT
PROPOSED WORKS. MAKE GOOD TO ADJOINING
KERBS & CHANNEL TO EXISTING CARPARK. PREPARE
AREA FOR PROPOSED.

EXISTING CONCRETE FOOTPATH TO RETAIN

DEMOLISH EXISTING ENTRY CANOPY INCLUDING BEAMS &
COLUMNS AND EXISTING ROOF CANOPY. MAKE GOOD TO
EXISTING AJOINING ROOF & PREPARE FOR PROPOSED NEW
WORKS.

EXISTING COLUMNS &
BEAMS BELOW ROOF TO
BE DEMOLISHED. REFER
TO DEMOLITION FLO0R
PLAN FOR DEMOLISHED
COLUMN LOCATIONS

DEMOLISH ROOF. MAKE
GOOD TO EXISTING
AJOINING ROOF &
PREPARE FOR NEW
WORKS.

CAREFULLY REMOVE EXISTING SHED & RELOCATE TO
POSITION TO SUPERINTENDENT DIRECTION. MAKE GOOD &
PREPARE AREA FOR PROPOSED WORKS.

DEMOLISH EXISTING MASONRY FENCE BACK TO FACE OF
BRICK COLUMN IN SECOND BAY. CUT BACK AND REMOVE
ASSOCIATED FOOTING TO REMOVED FENCE.
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EXISTING UNDERGROUND GAS LINE TO RETAIN

EXISTING
UNDERGROUND TELSTRA LINE TO RETAIN

EXISTING UNDERGROUND
SEWER LINE TO RETAIN

TITLE BOUNDARY BASED ON SURVEYOR'S DRAWING

TI
TL

E 
BO

UN
DA

RY
 B

AS
ED

 O
N 

SU
RV

EY
OR

'S
 D

RA
W

IN
G

TITLE BOUNDARY BASED ON SURVEYOR'S DRAWING

TO HATCHED AREA ALOW TO REMOVE
EXISTING OUTDOOR PLAY AREA GROUND
FINISHES, CONCRETE FOOTPATH,
LANDSCAPING, PLAY EQUIPMENTS, SAND
PIT & SHADES AND STRUCTURES. LEVEL &
PREPARE AREA FOR PROPOSED WORKS.

DEMOLISH EXISTING
CONCRETE PATH

EXISTING UNDERGROUND GAS LINE TO RETAIN

EXISTING UNDERGROUND
ELECTRICITY LINE TO RETAIN
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EXISTING SAND PIT TO RETAIN

DEMOLISH
EXISTING SAND
PIT
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REMOVE EXISTING SHADE SAIL &
POSTS, SET ASIDE & PROTECT
FOR FUTURE USE IN
LANSCAPING WORKS.

LINE OF EXTENT OF EXISTING SOFT BITUMEN

EXISTING GRASS & VEGETATIONS TO BE
PROTECTED DURING CONSTRUCTION

EXISTING GARDEN BED TO RETAIN

DEMOLISH EXISTING
CONCRETE SLAB

EX. EXTERNAL TAP TO
RETAIN

11

A

A

2 2

B

B

LINE OF EX. WALL BELOW

DEMOLISH EXISTING CONCRETE PATH.
MAKE GOOD TO GROUND FINISH FOR
FUTURE LANSCAPING WORKS.

E1

E1

E1

REMOVE EXISTING SHADE SAIL
INDICATE DASHED, SET ASIDE
AND PROTECT FOR FUTURE
LANSCAPING WORKS.

DEMOLISH EXISTING TREES AND
LANDSCAPING. PREPARE AREA
FOR PROPOSED NEW STORE.

DEMO.
TREE

DEMO.
TREE

DEMO.
TREE

DEMO.
TREE

CAREFULLY REMOVE EXISTING SHADE SAIL &
SUPPORT POSTS, SET ASIDE & PROTECT FOR FUTURE
LANSCAPING WORKS.

EXISTING SOFT
BITUMEN TO RETAIN

EX. SHADE POST TO RETAIN

EX. SHADE POST
TO RETAINREMOVE EX. SHADE

POST

EX.PIT TO
RETAIN

NO WORKS TO
EX.STORE

DEMOLISH EXISTING
SOFT BITUMEN

RETAIN
EXISTING
CONCRETE
PATH
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SAW CUT EX.CONCRETE.
PREPARE AREA FOR
PROPOSED STORE.

ALLOW TO RELOCATE/DIVERT EXISTING SERVICES TO
AREA OF WORKS TO SUIT PROPOSED WORKS

EXISTING RAINWATER TANK
TO BE RETAINED.

EX.FENCE LINE EX.FENCE

EX.FENCE

EX.FENCE

EX
.F

EN
CE

EX.FENCE LINE

EX.FENCE & GATE TO RETAIN
DEMO.COL.

DEMO
.COL.

DEMO.
COL.

DEMO.
COL.

DEMO.DP

ALLOW TO PROTECT EXISTING TREE, DURING
EXCAVATION FOR PROPOSED NEW FOOTINGS IN THIS
VICINITY SEEK SUPERINTENDENT DIRECTION
SHOULD ANY MAIN TREE ROOTS BE EXPOSED.

EX.SAFETY GATE

EXTERNAL
STORAGE
20 sqm

EX.
COURTYARD
16sqm

EXISTING GAS MTR

WESTS ROAD

LINE OF EXISTING FOOTPATH

NEW 1500mm ALUMINIUM SIGNAGE

NEW 1500mm HIGH SAFETY
FENCE & GATE WITH
MAGNALOCK KEYED TO CENTRE'S
MASTERKEY SYSTEM

1.5°

A-A2.01

2

A-A2.01 5

A-A2.01

4

1.5°
1.5°

7.5°
1.5°

1.
5°

1.5°

2.0°

1.5°

BOX GUTTER

1.5°

EX.BOX GUTTER

EX.PARAPET

EDGE OF NEW
ROOF BELOW

EDGE OF NEW
ROOF BELOW

EDGE OF
NEW ROOF
BELOW

A-A2.01

8

A-A2.01 7

A-A2.01

6

A-A2.01

10

A-A2.019

11

A
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2 2

B

B

40
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1620
EDGE OF EXISTING CONCRETE PATH
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11276

NEW 1500mm HIGH SAFETY FENCE &
GATE WITH CHILDPROOF LATCH

EX.POST

EX.POST

EX.POST

EX.PIT
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EX.TREE
EX.TREE

EX.TREE

EX.TREE

EX.TREE

EX.TREE

EX.TREE

EX.TREE
EX.TREE

EX.TREE

EX.TREEEX.TREE

EX.TREE

EX.TREE

6000

EQ
EQ

EX.PIT30
00

EX.GARDEN BED

EX.STOR
E

EX.BITUMEN

NEW.BITUMEN

EX.POST

EX.POST

EX.CONCRETE

EX.CONCRETE

EX.SAND PIT

EX.PIT

EX.CONCRETE FOOTPATH

EX.CONCRETE FOOTPATH

MAKE GOOD TO
EX.LANDSCAPING

MAKE GOOD TO
EX.LANDSCAPING

MAKE GOOD TO
EX.LANDSCAPING

EX
.C
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E

2.0°2.0°

0.
6°

0.
6°

RF-01

RF-01

RF-01 RF-01

RF-01

RF-02

RF-01

RF-01

RF-01
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EX.SAFETY FENCEEX.SAFETY FENCE
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EX.SAFETY
FENCE

EX.SAFETY FENCE
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EX.FENCE & GATE
RWH

A-A2.01

11

A-A2.0112

PF-03 TO STORE
EXTERNAL WALL

LOCATION OF CLERESTORY
WINDOWS REFER TO
SECTION & ELEVATIONS

ALLOW TO MARK OUT POSITION OF
SHED ON SITE PRIOR TO
CONSTRUCTION FOR
SUPERINTENDENT APPROVAL

ALLOW TO MAKE GOOD TO EXISTING
POST WHERE FENCE REMOVED. IF
DAMAGED ALLOW TO RENDER AND PAINT
TO MATCH EXISTING BRICK FENCE

NEW METER PANEL

PROPOSED NEW SIGN

LEGEND - SITE

EXISTING IRRIGATION UNIT TO REMAIN & PROTECT
FROM DAMAGE. SHOULD ANY DISCONNECTION BE
REQUIRED BUILDER TO ALLOW TO REINSTATE UNIT.

IRG

NEW RAIN WATER TANK TO HYDRAULIC & CIVIL
ENGINEERS DESIGN. REFER TO PROJECT
SCHEDULES FOR TYPE. EXACT LOCATION TO
CONFIRM PRINCIPAL ON SITE.

RWT-XX

EX-RWT

EX-LP

LP-XX

PIT-XX

BOL-XX

EXISTING TREE TO REMAIN - PROTECT FROM DAMAGE

EXISTING WATER TANK.- PROTECT FROM DAMAGE

EXISTING LIGHT POLE TO REMAIN - PROTECT
FROM DAMAGE

NEW LIGHT POLE TO ELECTRICAL ENGINEERS
DESIGN. REFER TO PROJECT SCHEDULES FOR
TYPE. EXACT POSITION AND DIRECTION TO
CONFIRM ONSITE WITH PRINCIPAL.

NEW BOLLARD. REFER PROJECT SCHEDULES
FOR TYPE

NEW IN GROUND SERVICES ACCESS PIT TO
ELECTRICAL ENGINEERS DESIGN

NEW PATH AS SPECIFIED

NEW HOSE COCK MOUNTED AT 600mm ABOVE
GROUND UNLESS NOTED OTHERWISE

HC-XX

EX

RF-XX ROOF FINISH. REFER PROJECT SCHEDULE.

RWH RAIN WATER HEAD

GENERAL DEMOLITION NOTES

ALL MATERIALS AND WORK PRACTICES SHALL COMPLY WITH, BUT NOT
LIMITED TO, THE CURRENT & RELEVANT BUILDING REGULATIONS, THE
BUILDING CODE OF AUSTRALIA AND ALL RELEVANT CURRENT AUSTRALIAN
STANDARDS  REFERRED TO THEREIN. THESE NOTES
SPECIFY ONLY THE MINIMUM STANDARD OF WORK FOR THE DEMOLITION
WORKS ON PROJECTS, AND ALL WORKMANSHIP AND PRECAUTIONS SHALL
BE TO BEST TRADE PRACTICE.

PRECAUTIONS MUST BE TAKEN BEFORE AND DURING DEMOLITION IN
ACCORDANCE WITH AS 2601-2001: DEMOLITION OF STRUCTURES.

DURING THE PROGRESS OF THE DEMOLITION THE WORKS SHALL BE UNDER
THE CONTINUOUS SUPERVISION OF THE DEMOLISHER OR OF AN EXPERIENCED
FOREMAN, AND DEMOLITION SHALL BE EXECUTED STOREY BY STOREY IF
APPLICABLE, COMMENCING AT THE ROOF AND WORKING DOWNWARDS.

THE DEMOLITION MUST NOT BE COMMENCED UNTIL THE PRECAUTIONARY
MEASURES SUCH AS SURVEYS HAVE BEEN UNDERTAKEN AS SPECIFIED AND
APPROVED BY THE RELEVANT BUILDING SURVEYOR AND SUPERINTENDENT.

PROTECTIVE OUTRIGGERS, FENCES, AWNINGS, HOARDING, BARRICADES AND
THE LIKE MUST BE INSTALLED WHERE NECESSARY TO GUARD AGAINST
DANGER TO LIFE OR PROPERTY OR WHEN REQUIRED BY THE RELEVANT
AUTHORITY OR SUPERINTENDENT & MAINTAINED  THROUGHOUT THE WORKS.

DUST CREATING MATERIAL, UNLESS THOROUGHLY DAMPENED DOWN, SHALL
NOT BE THROWN OR DROPPED FROM THE BUILDING BUT SHALL BE LOWERED
BY HOISTING APPARATUS OR REMOVED BY MATERIAL CHUTES. ALL CHUTES
SHALL BE COMPLETELY ENCLOSED AND A DANGER SIGN SHALL BE AT THE
DISCHARGE END OF EVERY CHUTE.

ALL PRACTICABLE PRECAUTIONS SHALL BE TAKEN TO AVOID DANGER FROM
COLLAPSE OF A BUILDING WHEN ANY PART OF A FRAMED OR PARTLY FRAMED
BUILDING IS REMOVED.

NO WALL, CHIMNEY OR OTHER STRUCTURE OR PART OF A STRUCTURE SHALL
BE LEFT UNATTENDED OR UNSUPPORTED IN SUCH A CONDITION THAT IT MAY
COLLAPSE DUE TO WIND OR VIBRATION OR OTHERWISE BECOME DANGEROUS.

BEFORE DEMOLITION IS COMMENCED, AND ALSO DURING THE PROGRESS OF
SUCH WORKS, ALL ELECTRICAL CABLE OR APPARATUS WHICH ARE LIABLE
TO BE A SOURCE OF DANGER - OTHER THAN CABLE OR APPARATUS USED
FOR THE DEMOLITION WORKS SHALL BE DISCONNECTED.

ARRANGEMENTS SHALL BE MADE WITH THE RELEVANT ELECTRICAL SUPPLY
AUTHORITY FOR THE DISCONNECTION OF ELECTRICAL MAINS SUPPLY EXCEPT
THAT, WHERE PARTIAL DEMOLITION IS PROPOSED, THE LICENSED
ELECTRICAL CONTRACTOR SHALL SATISFY THE RELEVANT ELECTRICAL
SUPPLY AUTHORITY THAT THE PORTION OF THE BUILDING TO BE
DEMOLISHED HAS BEEN ISOLATED.

THE DEMOLISHER SHALL BE RESPONSIBLE TO CUT AND SEAL ANY STORM
WATER, SEWER PIPES, WATER SERVICES, GAS SERVICES AND THE LIKE.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING SHALL NOT BE
PLACED IN ANY STREET, ROAD OR RIGHT OF WAY AND, BEFORE
COMMENCING, WHERE REQUIRED, SHALL BE KEPT SPRAYED WITH WATER SO
AS TO PREVENT ANY NUISANCE FROM DUST.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING BEING
DEMOLISHED OR MATERIALS LEFT STANDING SHALL NOT BE BURNED ON
THE DEMOLITION SITE.

REMOVAL OF BUILDINGS BY ROAD MUST BE APPROVED BY RELEVANT
COUNCILS TRAFFIC ENGINEER.

A SITE MANAGEMENT PLAN IS TO BE IMPLEMENTED DURING DEMOLITION
WORKS TO CONTROL SEDIMENT RUN-OFF IN ACCORDANCE WITH EPA
VICTORIA PUBLICATION #275:
CONSTRUCTION TECHNIQUES FOR SEDIMENT POLLUTION CONTROL. PROVIDE
'PROPEX' OR EQUIVALENT SILT FENCES TO THE LOW SIDE OF THE
ALLOTMENT AND AROUND ALL SOIL STOCKPILES AND STORM WATER INLET
PITS/SUMPS AND INSTALL 'SILT STOP' FILTER BAGS OVER ALL STORM
WATER ENTRY PITS DURING DEMOLITION WORKS. 'SUPERGRO' OR
EQUIVALENT EROSION CONTROL FABRIC TO BE PLACED OVER GARDEN BEDS
TO PREVENT SURFACE EROSION DURING REVEGETATION PERIOD.

NB

1./ UNDERGROUND SERVICES SURVEY TO BE CARRIED OUT PRIOR ANY
WORKS BEING CARRIED OUT.

2./ WHERE EXISTING WINDOW ARE TO REMAIN. ALLOW TO REINSTATE
ANY DAMAGED, CRACKED OR BROKEN GLAZING WITH NEW. ALL IN
ACCORDANCE WITH AS1288 2006.
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325 COVENTRY STREET, SOUTH MELBOURNE, VICTORIA, 3205
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THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER CONTRACT DOCUMENTATION
AND PROJECT SPECIFICATIONS PRIOR TO COMMENCEMENT OF ANY WORKS.  ANY
DISCREPANCIES ARE TO BE REPORTED TO THE SUPERINTENDENT FOR CLARIFICATION.
CONTRACTOR IS TO PROVIDE ALL ITEMS AS IMPLIED WITHIN THIS DOCUMENTATION UNLESS
NOTED OTHERWISE INCLUDING ALL NECESSARY SUPPORT AND ACCESSORIES AS REQUIRED FOR
COMPLETENESS.

DO NOT SCALE FROM THESE DRAWINGS. ALL DIMENSIONS TO BE VERIFIED ON SITE AND ANY
DISCREPANCIES MUST BE REPORTED TO THE SUPERINTENDENT IMMEDIATELY BEFORE
COMMENCING CONSTRUCTION OR SHOP DRAWINGS.

ALL 3D IMAGING USED IN THESE DRAWINGS IS INDICATIVE ONLY. ANY 3D IMAGING IS SHOWN
FOR COORDINATION PURPOSES ONLY AND IN NO WAY ARE THE 3D IMAGES SHOWN TO BE USED
FOR CONSTRUCTION PURPOSES.

THIS DRAWING IS COPYRIGHT. NO PART MAY BE REPRODUCED OR OTHERWISE DEALT WITH,
WITHOUT THE PERMISSION OF K20 ARCHITECTURE.
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PRELIMINARY - NOT FOR CONSTRUCTION
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MARIBYRNONG CITY
COUNCIL

EX./DEMO. &  PROPOSED
SITE PLAN

MARIBYRNONG RIVER
CHILDREN'S CENTRE
REDEVELOPMENT
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A-A0.01 T02

 1 : 200

SITE PLAN_EX1

 1 : 200

SITE PLAN_PROPOSED2
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P03 28/05/2015 LSCLIENT REVIEW

DEMOLITION NOTES:
ALLOW TO CUTBACK/ALTER & PREPARE DOWNPIPES AND
ASSOCIATED EXISTING BUILDING SERVICES TO SUIT THE
PROPOSED WORKS.

IMPORTANT NOTES:
ALL EXISTING SERVICES INDICATED ON EXISTING FLOOR PLANS
AND DRAWINGS ARE INDICATIVE ONLY. CONTRACTOR TO VERIFY
EXACT LOCATION ON SITE AND CLARIFY ANY DISCREPANCIES
WITH THE SUPERINTENDENT PRIOR TO WORKS.

P04 11/06/2015 LSCLIENT REVIEW
T01 24/06/2015 LSTENDER ISSUE



FHR FIRE HOSE REEL

DATA DATA RACK

AREA OF CONCRETE SLAB TO BE SET-DOWN
XXXXmm

MTR PROPOSED NEW ELECTRICAL METER. REFER
ELECTRICAL ENGINEERS DOCUMENTATION

FE FIRE EXTINGUISHER
(X)

X= TYPE SPECIFIED. REFER TO SCHEDULE

WHERE DIMENSIONS ARE NOTED WITH NOM.
THIS INDICATES THE DIMENSIONED VALUE IS
NOMINAL ONLY.

NOM.

WHERE DIMENSIONS ARE NOTED WITH C.O.S.
THIS INDICATES THE DIMENSIONED VALUE IS
TO BE CONFIRMED ON SITE & REPORTED FOR
ANY DISCREPANCIES

C.O.S

LEGEND - FLOOR PLAN

PROPOSED NEW FLOOR WASTE CONNECT TO
SEWER DISCHARGE. REFER TO FIXTURES
SCHEDULES FOR GRATE / BASKET TYPE

PROPOSED NEW STORM WATER DOWN PIPE
CONNECT TO STORM WATER SERVICES.
REFER TO PROJECT SCHEDULES FOR TYPE

COL-XX PROPOSED NEW COLUMN. REFER STRUCTURAL
ENGINEERS DOCUMENTATION

FW-XX

EX-SWB
ELECTRICAL SWITCHBOARD. REFER ELECTRICAL
ENGINEERS DOCUMENTATION

DP-XX

EX
. C

OL

EXISTING COLUMN TO REMAIN & PROTECT
FROM DAMAGE

EXISTING  WALL

EXISTING STORM WATER DOWN PIPE TO
REMAIN & PROTECT FROM DAMAGE

EX-DP

EX-SWB

EX.MTR

EXISTING ELECTRICAL SWITCHBOARD TO
REMAIN & PROTECT FROM DAMAGE

EXISTING ELECTRICAL METER TO REMAIN &
PROTECT FROM DAMAGE DOOR FLOOR BOX. PROVIDE SLAB SETDOWN.

REFER TO STRUCTURAL ENGINEERS
DOCUMENTATION & PROJECT SPECIFICATIONFBOX

FLOOR JUNCTION BOX FOR POWER & DATA.
PROVIDE SLAB SETDOWN. REFER TO
STRUCTURAL ENGINEERS DOCUMENTATION &
PROJECT SPECIFICATION

FB

NOTES
1. ALLOW FOR ALL MAKING GOOD AND RE-SCREEDING TO FLOOR
SURFACE FOR PROPOSED FLOOR FINISHES.

2. GRADED FLOOR TO FLOOR WASTE ARE NOT SHOWN ON THIS
DRAWING. REFER PROPOSED FLOOR PLAN & FITOUT PLAN FOR
DETAILS OF GRADED FLOORS.

3. ISOLATION JOINTS TO BE PROVIDED BETWEEN SEPARATE
CONCRETE ELEMENTS. REFER PROJECT SPECIFICATION.

4. REFER PROJECT SPECIFICATION FOR SELECTED FLOOR COVER
TRIM THRESHOLD PLATE BETWEEN CHANGE IN FLOOR FINISHES

WALL TYPEWT
XX

EXISTING DOOR TO REMAIN AND PROTECT
FROM DAMAGE. ALLOW TO PREPARE FOR
NEW PROPOSED WORKSD

EX

XX- ITEM NO. X.XX- ROOM NO.
"EX" FOR EXISTING

DOOR

WINDOW

D
X.XX

XX

W
X.XX

XX

CJ

EJ EXPANSION JOINT TO CONCRETE FOOT PATH.
REFER PROJECT SPECIFICATION FOR DETAILS.

CONTROL JOINTS TO CONCRETE FOOT PATH.
REFER CIVIL ENGINEERS DOCUMENTATION.

PARTIAL DEMOLISH EXISTING WALL
TO UNDERSIDE OF STRUCTURAL
MEMBER UNDER PARAPET.

1

A

OUTLINE OF EXISTING ROOF
ABOVE

REMOVE EX.DP

DEMOLISH EX.COLUMN

EX.DOOR

EX.WINDOW EX.WINDOW

EX.WINDOW

EX
.W

IN
DO

W

CUT BACK EXISTING DOWNPIPE TO
HEIGHT TO SUIT PROPOSED WORKS

EXISTING DOWNPIPE TO BE
DEMOLISHED/REMOVED. ALLOW TO BE
REPLACED WITH PROPOSED NEW
DOWNPIPE.

EX
.W

IN
DO

W

EX.DOOR

DEMOLISH CANOPY ABOVE

DEMO.DOOR

EX
.W

IN
DO

W

EX
.W

IN
DO

W

EX
.D

OO
R

GRID LINE (A) HAS BEEN ALIGNED TO THE
FACE OF THE EXISTING EAST/WEST WALL

ALLOW TO CAREFULLY REMOVE EXISTING A/C
COMPRESSOR UNIT MOUNTED ON WALL AND
RELOCATE TO SUIT PROPOSED WORKS. ENSURE THE
A/C UNIT IS TEMPORARILY RECONNECTED &
MAINTAINED THROUGHOUT THE WORKS TO MINIMISE
DISRUPTION TO THE OPERATION OF THE EXISTING
CENTRE. ALLOW TO REPOSITION INTO FINAL
POSITION TO SUIT THE STAGING OF WORKS

GRID LINE (1) HAS BEEN ALIGNED
TO THE FACE OF THE EXISTING
NORTH/SOUTH MASONRY WALL

CUT BACK EXISTING DOWNPIPE TO
HEIGHT TO SUIT PROPOSED WORKS

2

B

B

REMOVE EXISTING SAND PIT .
MAKE GOOD TO PREPARE FOR
PROPOSED WORKS

REMOVE INTERNAL WALL
LINING

DEMOLISH & REMOVE
EXISTING WALL CLADDING
TO FULL HEIGHT OF WALL
FOR PROPOSED WORKS

ALLOW TO REMOVE EXISTING
CEILING LINING TO EXTENT
SHOWN. PROTECT EXSTING
ROOF STRUCTURE AND
PREPARE FOR NEW WORKS

DEMOLISH WALL FULL HEIGHT TO
UNDERSIDE OF ROOF STRUCTURE
OVER. ALLOW TO PROP EXISTING
ROOF OVER AND PREPARE FOR NEW
STRUCTURAL SUPPORTS

ALLOW TO REMOVE ALL FURNITURE AND
EQUIPMENT & RELOCATE TEMPORARY
MCH ROOM FOR STAGE 1 WORKS TO
SUPERINTENDENT DIRECTION. DEMOLISH
ENTIRE ROOM TO SUIT PROPOSED WORKS.

GRID LINE (2) HAS BEEN ALIGNED TO
THE FACE OF THE EXISTING
NORTH/SOUTH ENTRY MASONRY
WALL

GRID LINE (B) HAS BEEN SET-UP ALIGNED TO
THE EXISTING EAST WEST WALL

ALLOW TO DEMOLISH EXISTING
JOINERY, ALLOW TO CAP EXISTING
PLUMBING SERVICES TO ALLOW FOR
PROPOSED WORKS

DEMO.EXISTING SLIDING DOOR.
MAKE GOOD TO OPENING TO
PREPARE FOR NEW STUD WALL
INFILL

EX.  MAIN SWITCHBOARD TO
REMAIN &  PROTECT DURING
CONSTRUCTION

EX.  METER PANEL TO BE CAREFULLY
REMOVED. MAKE GOOD TO EXISTING
WALL & PREPARE FOR PROPOSED
WORKS.

ALLOW TO REMOVE EXISTING SECURITY
KEYPAD & SYSTEMS FROM AREA OF
DEMOLITION WORK AND STORE FOR
REUSE. REFER TO SERVICE ENGINEERS
DOCUMENTATION FOR COORDINATION

REMOVE EXISTING EXTERNAL
WALL LIGHT AND MAKE SAFE
WIRES

ALLOW TO FULLY DEMOLISH
EXISTING BULKHEAD OVER. MAKE
GOOD TO AREA AND PREPARE FOR
PROPOSED WORKS

ALLOW TO CUTBACK EXISTING
IRRIGATION PIPES IN GROUND TO POINT
OUTSIDE AREA OF WORKS REINSTATE TO
SUIT PROPOSED WORKS TO
SUPERINTENDENT APPROVAL. CONFIRM
PRIOR TO WORKS

ALLOW TO REMOVE EXISTING WALL LINING
AND PREPARE FOR PROPOSED NEW LINING
& WORKS

DEMO.COL.

DEMO.COL.

DEMO.
COL.

ALLOW TO RETAIN EXISTING
BULKHEAD OVER. DEMOLISH JOINERY
TO UNDERSIDE OF EXISTING
BULKHEAD.

ALLOW TO CAREFULLY REMOVE EX. LICENSED
AREA ENTRY DOOR, HARDWARE & KEYPAD
FOR RELOCATION TO TEMPORARY HOARDING
IN STAGE 1 WORKS

ALLOW TO CAREFULLY REMOVE
FIXTURES & FITTINGS TO SUIT
PROPOSED WORKS REINSTATE AT
COMPLETION.

REMOVE EXISTING FLOOR FINISHES
& SKIRTINGS, TOILET PARTITIONS,
JOINERY TO SUIT PROPOSED
WORKS.

1

A

ALLOW TO DMOLISH/REMOVE EXISTING ROOF
CANOPY AND FLASHINGS BACK TO FACE OF
EXISTING BUILDING & PREPARE SURFACES FOR
PROPOSED WORKS

ALLOW TO CAREFULLY REMOVE EXISTING A/C
COMPRESSOR UNIT MOUNTED ON WALL AND
RELOCATE TO SUIT PROPOSED WORKS. ENSURE THE
A/C UNIT IS TEMPORARILY RECONNECTED &
MAINTAINED THROUGHOUT THE WORKS TO MINIMISE
DISRUPTION TO THE OPERATION OF THE EXISTING
CENTRE. ALLOW TO REPOSITION INTO FINAL
POSITION TO SUIT THE STAGING OF WORKS

EXISTING COLUMNS & BEAMS BELOW
DEMO. ROOF TO BE DEMOLISHED. REFER
TO DEMOLITION FLO0R PLAN FOR
DEMOLISHED COLUMN LOCATIONS

DEMOLISH ROOF. MAKE GOOD TO
EXISTING AJOINING ROOF & PREPARE FOR
NEW WORKS.

2

DEMO.CANOPYDEMO.ROOF

DEMO.ROOF

DEMO.ROOF

REMOVE FLASHING AND PREPARE FOR
PROPOSED WORKS

REMOVE GUTTERS AND PREARE JUNCTION FOR
PROPOSED WORKS

REMOVE GUTTERS AND PREARE
JUNCTION FOR PROPOSED WORKS

REMOVE ROOF &  SUPPORTS. MAKE GOOD &
PREPARE FOR NEW ROOFING & SUPPORTS

RETAIN EXISTING EXTERNAL WALL. REMOVE
EXTERNAL CLADDING & INTERNAL LINING,
MAKE GOOD & PREPARE FOR NEW WORKS.
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11

A

A
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GENERAL DEMOLITION NOTES

ALL MATERIALS AND WORK PRACTICES SHALL COMPLY WITH, BUT NOT
LIMITED TO, THE CURRENT & RELEVANT BUILDING REGULATIONS, THE
BUILDING CODE OF AUSTRALIA AND ALL RELEVANT CURRENT AUSTRALIAN
STANDARDS  REFERRED TO THEREIN. THESE NOTES
SPECIFY ONLY THE MINIMUM STANDARD OF WORK FOR THE DEMOLITION
WORKS ON PROJECTS, AND ALL WORKMANSHIP AND PRECAUTIONS SHALL
BE TO BEST TRADE PRACTICE.

PRECAUTIONS MUST BE TAKEN BEFORE AND DURING DEMOLITION IN
ACCORDANCE WITH AS 2601-2001: DEMOLITION OF STRUCTURES.

DURING THE PROGRESS OF THE DEMOLITION THE WORKS SHALL BE UNDER
THE CONTINUOUS SUPERVISION OF THE DEMOLISHER OR OF AN EXPERIENCED
FOREMAN, AND DEMOLITION SHALL BE EXECUTED STOREY BY STOREY IF
APPLICABLE, COMMENCING AT THE ROOF AND WORKING DOWNWARDS.

THE DEMOLITION MUST NOT BE COMMENCED UNTIL THE PRECAUTIONARY
MEASURES SUCH AS SURVEYS HAVE BEEN UNDERTAKEN AS SPECIFIED AND
APPROVED BY THE RELEVANT BUILDING SURVEYOR AND SUPERINTENDENT.

PROTECTIVE OUTRIGGERS, FENCES, AWNINGS, HOARDING, BARRICADES AND
THE LIKE MUST BE INSTALLED WHERE NECESSARY TO GUARD AGAINST
DANGER TO LIFE OR PROPERTY OR WHEN REQUIRED BY THE RELEVANT
AUTHORITY OR SUPERINTENDENT & MAINTAINED  THROUGHOUT THE WORKS.

DUST CREATING MATERIAL, UNLESS THOROUGHLY DAMPENED DOWN, SHALL
NOT BE THROWN OR DROPPED FROM THE BUILDING BUT SHALL BE LOWERED
BY HOISTING APPARATUS OR REMOVED BY MATERIAL CHUTES. ALL CHUTES
SHALL BE COMPLETELY ENCLOSED AND A DANGER SIGN SHALL BE AT THE
DISCHARGE END OF EVERY CHUTE.

ALL PRACTICABLE PRECAUTIONS SHALL BE TAKEN TO AVOID DANGER FROM
COLLAPSE OF A BUILDING WHEN ANY PART OF A FRAMED OR PARTLY FRAMED
BUILDING IS REMOVED.

NO WALL, CHIMNEY OR OTHER STRUCTURE OR PART OF A STRUCTURE SHALL
BE LEFT UNATTENDED OR UNSUPPORTED IN SUCH A CONDITION THAT IT MAY
COLLAPSE DUE TO WIND OR VIBRATION OR OTHERWISE BECOME DANGEROUS.

BEFORE DEMOLITION IS COMMENCED, AND ALSO DURING THE PROGRESS OF
SUCH WORKS, ALL ELECTRICAL CABLE OR APPARATUS WHICH ARE LIABLE
TO BE A SOURCE OF DANGER - OTHER THAN CABLE OR APPARATUS USED
FOR THE DEMOLITION WORKS SHALL BE DISCONNECTED.

ARRANGEMENTS SHALL BE MADE WITH THE RELEVANT ELECTRICAL SUPPLY
AUTHORITY FOR THE DISCONNECTION OF ELECTRICAL MAINS SUPPLY EXCEPT
THAT, WHERE PARTIAL DEMOLITION IS PROPOSED, THE LICENSED
ELECTRICAL CONTRACTOR SHALL SATISFY THE RELEVANT ELECTRICAL
SUPPLY AUTHORITY THAT THE PORTION OF THE BUILDING TO BE
DEMOLISHED HAS BEEN ISOLATED.

THE DEMOLISHER SHALL BE RESPONSIBLE TO CUT AND SEAL ANY STORM
WATER, SEWER PIPES, WATER SERVICES, GAS SERVICES AND THE LIKE.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING SHALL NOT BE
PLACED IN ANY STREET, ROAD OR RIGHT OF WAY AND, BEFORE
COMMENCING, WHERE REQUIRED, SHALL BE KEPT SPRAYED WITH WATER SO
AS TO PREVENT ANY NUISANCE FROM DUST.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING BEING
DEMOLISHED OR MATERIALS LEFT STANDING SHALL NOT BE BURNED ON
THE DEMOLITION SITE.

REMOVAL OF BUILDINGS BY ROAD MUST BE APPROVED BY RELEVANT
COUNCILS TRAFFIC ENGINEER.

A SITE MANAGEMENT PLAN IS TO BE IMPLEMENTED DURING DEMOLITION
WORKS TO CONTROL SEDIMENT RUN-OFF IN ACCORDANCE WITH EPA
VICTORIA PUBLICATION #275:
CONSTRUCTION TECHNIQUES FOR SEDIMENT POLLUTION CONTROL. PROVIDE
'PROPEX' OR EQUIVALENT SILT FENCES TO THE LOW SIDE OF THE
ALLOTMENT AND AROUND ALL SOIL STOCKPILES AND STORM WATER INLET
PITS/SUMPS AND INSTALL 'SILT STOP' FILTER BAGS OVER ALL STORM
WATER ENTRY PITS DURING DEMOLITION WORKS. 'SUPERGRO' OR
EQUIVALENT EROSION CONTROL FABRIC TO BE PLACED OVER GARDEN BEDS
TO PREVENT SURFACE EROSION DURING REVEGETATION PERIOD.

NB

1./ UNDERGROUND SERVICES SURVEY TO BE CARRIED OUT PRIOR ANY
WORKS BEING CARRIED OUT.

2./ WHERE EXISTING WINDOW ARE TO REMAIN. ALLOW TO REINSTATE
ANY DAMAGED, CRACKED OR BROKEN GLAZING WITH NEW. ALL IN
ACCORDANCE WITH AS1288 2006.
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COL.

COL.

COL.

COL.

STUB COLUMN AT
HIGH LEVEL INDICATED
DASHED

COL.

STUB COL.

CONTRACTOR TO ALLOW TO PRE-FIX
VAPOUR BARRIER AND MULTIBOARD
LININGS ONTO STUDS BEFORE ERECTING
STUDWALL AGAINST EXISTING BUILDING

7400 DP
DP

DP

COL.

COL. EX.COL.

CLCL
3400

BEAM TO
SUPPORT WALL &
CLERESTORY
WINDOW ABOVE

EX.LINTEL ABOVE & BELOW
EX.PARAPET
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EX.FL 36.85m
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TO MATCH IN WITH EXISTING
FINISHED FLOOR LEVEL
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01
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01
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01

WT
01
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01

WT
01

7594 104 12 7296

FW

90.0°

NEW UPVC DOWNPIPES WITH SCREW CAP I/Os
AT BASE FOR MAINTENANCE TO CONNECT
FROM EXISTING BOX GUTTER AND SEPARATE
PIPE FROM OVERFLOW. ALLOW TO RUN IN
SEPARATE PIPES TO CONNECT INTO EXISTING
STORMWATER SYSTEM

 1:60 FALL TO
PAVING SLAB
AWAY FROM
BUILDING

ALLOW TO BATTER WITH APPROVED TIMBER SOFT
FALL TO MATCH EXISTING FINISH FLUSH WITH
NEW CONCRETE SLAB & FALL AWAY 1:60 FROM
BUILDING SLAB

ALLOW TO BATTER WITH
APPROVED TIMBER SOFT FALL TO
MATCH EXISTING FINISH FLUSH
WITH NEW CONCRETE SLAB &
FALL AWAY 1:60 FROM BUILDING
SLAB

GRID LINE 1 IS ALIGNED TO
EXISTING FACE OF BRICK WALL OF
EXISTING BUILDING

PROVIDE 100mm GAP BETWEEN EX.WALL
AND NEW WALLTO ALLOW FOR EXISTING
GAS FLUE TO BE EXTENDED THROUGH TO
NEW PROPOSED ROOF LEVEL

SPACE HEATER.
REFER MECHANICAL
DOCUMENTATION
FOR DETAILS.

45
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0
C L
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C L
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DP

PROVIDE 20mm RECESSED EDGE TO JOINT
BETWEEN EXISTING BUILDING AND NEW
WALL LINING FOR EXPRESSED
SHADOWLINE GAP FULL HEIGHT OF WALL

PROVIDE 20mm RECESSED EDGE TO JOINT
BETWEEN EXISTING BUILDING AND NEW
WALL LINING FOR EXPRESSED
SHADOWLINE GAP FULL HEIGHT OF WALL

ALLOW TO FRAME OUT NEW STUD
WALLS AGAINST EXISTING WINDOW
OPENINGS TO ALLOW TO RETURN
PLASTERBOARD TO STOP AGAINST
EXISTING WALL. TYPICAL TO
ADJOINING EXISTING WINDOW

ALLOW TO SHEET EXISTING BRICK NIB
END OF EXISTING WALL WITH NEW
PLASTERBOARD LINING, PROVIDE
CORNER BEADS FOR FLUSH JOINTS

EX.NIB WALL

WT
02

PROVIDE NEW FLUSH MOUNTED
LOCKABLE ACCESS PANEL 400w x
600h TO ALLOW FUTURE ACCESS TO
DP INSPECTION OPENINGS TO
DOWNPIPES
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PROPOSED FEATURE
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FOR ALL NEW SLABS
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PROVIDE MULTIBOARD
XCOM CLADDING WITH
FURRING CHANNEL TO
EXISTING WALL
STRUCTURE
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ENTRY AT 1:60
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DP

MAKE GOOD TO EXISTING
WALLS & FLOORS TO EX.DDA
WC SIDE. MATCH FINISHES
TO EXISTING SURROUNDS.

WT
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NEW INTERNAL ILINE LINING
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02
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02 WT

02

WT
02

ALLOW TO PROVIDE 90mm
THICK STUDWALL WITH NEW
PLASTERBOARD WALL LINING
TO EXTENT OF WALL.

PROPOSED FEATURE
BATTENS ON FRAMING FIXED
OVER WT0116

A-A5.01

RETURN WT02 TO
WINDOWS

RETURN WT02 AROUND
EX.DISTRIBUTION BOARD

150

320

COL. COL.

COL. COL.

WT
01

ALLOW TO RECONFIGURE
EXISTING WALL FOR
PROPOSED WORKS

ALLOW TO RETURN WALL LINING TO
END OF WALL & FINISH FLUSH
JOINTED

COL. COL. COL. COL.

CLCLCLCL
600 600 600 600

WT
02
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04
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04

EXTERNAL
STORAGE
20 sqm 19.64 m²

MCH 01

19.64 m²
MCH 02

27.69 m²
MCH WAITING

20.28 m²
ENTRY AIRLOCK

18.88 m²
COVERED OUTDOOR

84.84 m²
LICENSED CHILDREN'S PLAYROOM 6

9.77 m²
CHILDREN'S WC

5.80 m²
DDA WC

83.60 m²
LICENSED CHILDREN'S PLAYROOM 5

12.71 m²
CHILDREN'S WC

5.77 m²
NEW CIRC.SPACE

PROPOSED CANOPY OVER
SHOWN DASHED

EX.PLAYROOM 3

EX. PLAYROOM 4

EX.CHIDLREN'S WC

EX.STORE

EX.WC

EX.STORE

EX. PLAYROOM 1

EX. CHANGE

EX. PLAYROOM 2

EX. FOOD PREP

EX. STORE

EX. STAFF ROOM

EX. INTERVIEW

EX. OFFICE

EX. LAUNDRY

EX. CLEANER

EX. STAFF WC
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01

ALLOW TO INSTALL
CLADDING TO STUDWALL
PRIOR TO ERECTION

20 mm CLEARANCE
BETWEEN FENCELINE AND
EXTERNAL CLADDING

20

ALLOW TO BATTER WITH APPROVED
TIMBER SOFT FALL TO MATCH EXISTING
FINISH FLUSH WITH NEW CONCRETE SLAB
& FALL AWAY 1:60 FROM BUILDING SLAB

ALLOW TO BATTER WITH APPROVED
TIMBER SOFT FALL TO MATCH EXISTING
FINISH FLUSH WITH NEW CONCRETE SLAB
& FALL AWAY 1:60 FROM BUILDING SLAB DP

FHR FIRE HOSE REEL

AREA OF CONCRETE SLAB TO BE SET-DOWN
XXXXmm

MTR PROPOSED NEW ELECTRICAL METER. REFER
ELECTRICAL ENGINEERS DOCUMENTATION

WHERE DIMENSIONS ARE NOTED WITH NOM.
THIS INDICATES THE DIMENSIONED VALUE IS
NOMINAL ONLY.

NOM.

WHERE DIMENSIONS ARE NOTED WITH C.O.S.
THIS INDICATES THE DIMENSIONED VALUE IS
TO BE CONFIRMED ON SITE & REPORTED FOR
ANY DISCREPANCIES

C.O.S

LEGEND

PROPOSED NEW FLOOR WASTE CONNECT TO
SEWER DISCHARGE. REFER TO FIXTURES
SCHEDULES FOR GRATE / BASKET TYPE

PROPOSED NEW STORM WATER DOWN PIPE
CONNECT TO STORM WATER SERVICES.
REFER TO PROJECT SCHEDULES FOR TYPE

COL. PROPOSED NEW COLUMN. REFER STRUCTURAL
ENGINEERS DOCUMENTATION

FW.

DP.

EX
. C

OL

EXISTING COLUMN TO REMAIN & PROTECT
FROM DAMAGE

EXISTING  WALL

EXISTING STORM WATER DOWN PIPE TO
REMAIN & PROTECT FROM DAMAGE

EX-DP

EX-SWB

EX.MTR

EXISTING ELECTRICAL SWITCHBOARD TO
REMAIN & PROTECT FROM DAMAGE

EXISTING ELECTRICAL METER TO REMAIN &
PROTECT FROM DAMAGE

DOOR FLOOR BOX. PROVIDE SLAB SETDOWN.
REFER TO STRUCTURAL ENGINEERS
DOCUMENTATION & PROJECT SPECIFICATIONFBOX

FLOOR JUNCTION BOX FOR POWER & DATA.
PROVIDE SLAB SETDOWN. REFER TO
STRUCTURAL ENGINEERS DOCUMENTATION &
PROJECT SPECIFICATION

FB

NOTES
1. ALLOW FOR ALL MAKING GOOD AND RE-SCREEDING TO FLOOR
SURFACE FOR PROPOSED FLOOR FINISHES.

2. GRADED FLOOR TO FLOOR WASTE ARE NOT SHOWN ON THIS
DRAWING. REFER PROPOSED FLOOR PLAN & FITOUT PLAN FOR
DETAILS OF GRADED FLOORS.

3. ISOLATION JOINTS TO BE PROVIDED BETWEEN SEPARATE
CONCRETE ELEMENTS. REFER PROJECT SPECIFICATION.

4. REFER PROJECT SPECIFICATION FOR SELECTED FLOOR COVER
TRIM THRESHOLD PLATE BETWEEN CHANGE IN FLOOR FINISHES

WALL TYPEWT
XX

CJ

EJ EXPANSION JOINT TO CONCRETE FOOT PATH.
REFER PROJECT SPECIFICATION FOR DETAILS.

CONTROL JOINTS TO CONCRETE FOOT PATH.
REFER CIVIL ENGINEERS DOCUMENTATION.

WALL TYPE SCHEDULE
WT-01:

STRUCTURE: 90x45 TIMBER STUD WALL.
EXTERNAL: 12mm EXCOM MULTIBOARD ON 35mm
FURRING CHANNELS TO STUD WALL
INTERNAL: 13mm PLASTERBOARD TO STUD WALL
TO NON-WET AREAS, AND 13mm ILINE MULTIBOARD
TO WET AREAS.

WT-02:

STRUCTURE: 90x45 TIMBER STUD WALL.
INTERNAL: 13mm PLASTERBOARD TO STUD WALL
TO NON-WET AREAS, AND 13mm ILINE
MULTIBOARD TO WET AREAS.

WT-03:

40mm AMPELITE LEXAN THERMOCLICK WITH
ALUMINIUM CHANNELS.

WT-04:

STRUCTURE: 90x45 TIMBER STUD WALL.
INTERNAL: 13mm ACOUSTIC PLASTERBOARD TO
STUD WALL TO BOTH SIDES.
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6

A-A3.01

6

A-A3.01

7.5°

CL 2400 mm

CL 2400 mm

CL 2400 mm
CL 2400 mm

CL 2400 mm

CL 2400 mm

CL 2400 mm

3488

EX.BOX GUTTER ABOVE

EX.PARAPET
WALL ABOVE

EX.CEILING
CL 2400 mm

NEW DP FROM
BOX GUTTER
ABOVE

DP 1008

EX.EAVE

NEW DP FOR EX.DP
OVERFLOW

5

A-A3.01

5

A-A3.01

7

A-A3.01

7

A-A3.01

11

A

A

0.09
LICENSED CHILDREN'S PLAYROOM 5

0.10
CHILDREN'S WC

0.11
NEW CIRC.SPACE

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF01

720

50
0

CF-04

CF-01

CF-03

CF-02

CF-01

CF-01

CF-04

CF-01 TO
FACE OF
BULKHEAD

RAKE TO CEILING

56
6

720

CF-01

CF-01

CF-01

CF-01

CL 2400 mm

CL 2100 mm

CL 3000 mm

4

A-A3.01

4

A-A3.01

2

A-A3.01

2

A-A3.01

CL 3400 mm

CL 3400 mm

CL 3400 mm

CL 3400 mm

CL 3400 mm

3

A-A3.01

3

A-A3.01

EX.BH

CL 2400 mm

CL 2100 mm
EX.BH

CL 2400 mm

EX.CL

2.0°2.0°
CL 2400 mm

CL 2400 mm

EX. CL

EX.EAVE

SK-01 SK-01 SK-01

1

A-A3.01

1

A-A3.01

2 2

B

B

0.06
LICENSED CHILDREN'S PLAYROOM 6

0.08
FOYER

0.01
ENTRY AIRLOCK

COVERED OUTDOOR

0.02
MCH WAITING

0.03
MCH 01

0.04
MCH 02

0.05
DDA WC

0.07
CHILDREN'S WC

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

PF-01

DANPLAON

300 300

90
0

CF-02

CF-03

CF-01

CF-01

CF-01

CF-02

CF-04

CF-04

CF-03

350

75
0

CF-01

NEW BH
600

CF-03 TO
BH FACE

61
4

61
4

380

380

214

71
0

71
0

214

1
A-A1.04

SIM

2
A-A1.04

SIM

3
A-A1.04

SIM

11

A

A

2 2

B

B

FFL 39.25 m

PF-01

CF-01
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CEILING FINISH SCHEDULE

CF-01 13mm THICK PLASTERBOARD

CF-02 13mm THICK PERFORATED PLASTERBOARD.
REFER RCP FOR CEILING PATTERN CONFIGURATION

CF-03 13mm THICK MOISTURE RESISTANT PLASTERBOARD.

LEGEND

CF-XX CEILING FINISH

CF-04 13mm THICK MULTIBOARD ILINE
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A-A4.01

5

A-A4.017

A-A4.0116 A-A4.01 15

A-A4.01

1

2

3

4

A-A4.0114

11

12

13

A-A4.01

18 1

3

A-A4.01 6

A-A4.019

10

A-A2.01 5

CL

4953

CLCL

2550

CLCL

1750

CLCL

4200

19.64 m²

0.04
MCH 02

C L

C L

25
00

CL

CL

4203

19.64 m²

0.03
MCH 01

27.69 m²

0.02
MCH WAITING

20.28 m²

0.01
ENTRY AIRLOCK

18.88 m²
COVERED OUTDOOR

84.84 m²

0.06
LICENSED CHILDREN'S PLAYROOM 6

9.77 m²

0.07
CHILDREN'S WC

C L
C L

C L

49
30

49
30

EX. FHR

600

17

PI
N

DGPO
1500mm
AFFL

TV & DATA POINT &
BLANK FACE
@ 2400mm AFFL

BLOCKING IN
WALL ABOVE
CUPBOARDS FOR
TV MOUNT @
2400AFFL

DOOR BELL &
CAMERA WITH
OVERIDE @ 1500mm
AFFL

DOOR BELL
ACCESS &
SCREEN
@1100mm AFFL

POWER FOR TAP
CONCEALED IN
CABINET

POWER FOR TAP
CONCEALED IN
CABINET

DGPO ALLOW TO LOCATE INSIDE CUPBOARD
TO CONNECT FUTURE SCALE UNIT ON TOP OF
BENCHTOP THROUGH GROMMET SURFACE

DURESS ALARM
@1100mm AFFL

DOOR BELL ACCESS &
SCREEN
@1100mm AFFL

DURESS ALARM
@1100mm AFFL

LOCKABLE
MAILBOX

TV & DATA POINT & BLANK FACE
@ 900mm AFFL INSIDE CUPBOARD.
BLANK FACE WITH MIN.25mm SPARE
CONDUIT TO POINTS OVER CUPBOARD
FOR FURTHER TV CONNECTION TO UNIT IN
CUPBOARD

BCS

5.80 m²

0.05
DDA WC

D
0.01

01

21.19 m²

0.08
FOYER

D
0.03

01

D
0.04

01

D
0.03

02

D
0.05

01

D
0.06

01

D
0.07

EX

D
0.06

EX

D
0.02

01

A-A5.0113

2 2

B

B

A-A5.016

W
0.06

EX

W
0.06

EX

W
0.06

01

W
0.06

EX W
0.06

EX

W
0.07

EX W
0.07

EX

W
0.01

03

W
0.01

01

W
0.03

02

W
0.03

01

W
0.04

02

W
0.02

02

W
0.02

01

D
0.01

02

W
0.04

01

WINDOW 0.05/W01
ABOVE. REFER
EXTERNAL
ELEVATIONS

WINDOW 0.06/W02,
0.06/W03, 0.06/W04
BELOW. REFER INTERNAL
ELEVATIONS

W
0.07

EX

D
0.07

EX

W
0.01

05W
0.01

04W
0.01

EX

A-A6.02

W
0.02

03

A-A6.02

A-A6.02

B-A6.03 5

FW

20
00

1000

MAT

2 NO.CH @1100
AFFL

700

700

700

450

450

600

450

60
0

350

600

80
0

600

FITOUT OF MCH 02 TO
MIRROR FITOUT OF
MCH 01

JN-01

JN-01

JN-01

JN-01

JN-01

JN-01

JN-01

JN-01

JN-01 JN-01 JN-01

JN-01

JN-02

JN-02

JN-02

JN-02

JN-02

JN-02

JN-02 JN-02 JN-02 JN-02
JN-02 JN-02

JN-02

JN-01
WF-01 TO 2100mm AFFL

PIN PAD & DOOR
BELL@ 1500mm
AFFL

10
00

8

25mm THICK LAMINATED BOARD
END PANEL TO 'BABY SCALE'
JOINERYWALL WITH ILINE ON BOTH
SIDES. PF-01 ON BOTH SIDES.

BABY
MEASU
RE

FUTURE
SCALES

BABY
MEASU

RE

FUTURE
SCALES

REPAINT EX. DISTRIBUTION BOARD WITH MATCHING
WF-01 COLOUR. PROVIDE ALUMINIUM CHANNEL TO
ALL FOUR SIDES OF WF-01 EDGING AROUND
EX.DISTRIBUTION BOARD

WF-01 TO 2100mm
AFFL WF-01 TO 2100mm AFFL

/ALIGN TO TOP OF
WINDOWS

150

SPACE HEATER

W
0.06

05

700

JN-01

100 572 128

30
10

72

DB

75
0

SMOKE SEALS TO FULL
HEIGHT JOINERY
CUPBOARD

FINISH EX.BRICK WALL WITH WATERPROOF
TREATMENT EXTERNALLY

RECESSED SECURITY
SYSTEM PANEL TO SIT
FLUSH WITH
SURROUNDING
WALLS.

6 A-A4.02

5

A-A4.02

1

A-A4.02 2A-A4.02

3

A-A4.024

10
0

CLCL
14992

CL

7696

C L
C L

34
35

CL

CL

3946

83.60 m²

0.09
LICENSED CHILDREN'S PLAYROOM 5

12.71 m²

0.10
CHILDREN'S WC

7

100 GAP TO PROVIDE SPACE FOR EXTENDING OF
EXHAUST FLUE PIPE THROUGH TO ROOF FOR
SPACE  HEATER OF PLAYROOM 3

370

PULL OUT BIN
UNDER BASIN

7200

D
0.10

01

D
0.09

01

D
0.10

01

D
0.10

02

D
0.09

02

A-A2.019

11

A

A

A-A5.01 9 C L
13

07

C L
14

07

10
0

C L
C L

77
96

W
0.09

02

W
0.09

14

W
0.11

01

W
0.09

11

W
0.10

01

W
0.10

02

W
0.10

04W
0.10

04

W
0.10

05

W
0.10

06

W
0.09

10

W
0.09

07W
0.09

08

W
0.09

09

5.77 m²

0.11
NEW CIRC.SPACE

W
0.09

01

WINDOWS 0.09/W03,
0.09/W05, 0.09/W06
BELOW. REFER
EXTERNAL ELEVATIONS

W
0.10

07

CLEREESTORY WNIDOW
0.09/W15 ABOVE.
REFER EXTERNAL
ELEVATION.

B-A6.03

10

MAT

1030

20
00

FW

DGPO
1500mm
AFFL

600

70
0

70
0

45
060

0

700

JN-01 JN-01 JN-01 JN-01 JN-01 JN-01 JN-01 JN-01

JN-01 JN-01 JN-01
JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02 JN-02

SWITCH FOR MOTORIZED
AWNING WINDOW @
1500mm AFFL

LOADCENTRE @1500mm AFFL. RECESS
BOARD TO SIT FLUSH WITH SURROUNDING
WALLS. PROVIDE ALUMINIUM CHANNELS
TO ALL FOUR SIDES OF WF-02 EDGING
AROUND LOADCENTRE.

PULL OUT STEP
UNDER BASIN

SPACE HEATER

VIN-02

CAR-01

VIN-01

VIN-01

VIN-01

VIN-02

EX.VIN

850

2 2

B

B

CON.
MAT

VIN-01

CAR-01

VIN-02

VIN-01

11

A

A

CON.

MAT

LEGEND - ELECTRICAL

RECESSED DOWN LIGHT. REFER TO PROJECT
SCHEDULES FOR TYPE

REFER TO PROJECT SCHEDULES AND SPECIFICATIONS FOR
ADDITIONAL DETAILS

DL-XX

LIGHT FITTING. REFER TO PROJECT
SCHEDULES FOR TYPE

EXIT SIGNEXIT

EMERGENCY LIGHT

LF-XX

IR
MOVEMENT & AUDIO SENSOR WIRED TO
LOCAL LIGHTS

DIMMER SWITCHDM

2

LIGHT SWITCH

2-WAY LIGHT SWITCH

NEW LIGHTING

SWITCHBOARD

PA SPEAKERPA

POWER & COMMUNICATION

SMOKE DETECTOR

SWB

EWIS EWIS SPEAKER

REFER TO PROJECT SCHEDULES AND SPECIFICATIONS FOR
ADDITIONAL DETAILS

"XXX" DENOTES MOUNTING LOCATION HEIGHTS AS PER CODES:
     AB - MOUNTED ABOVE BENCH
     UB - UNDER BENCH
     WP - WEATHER PROOF
     CE - CEILING MOUNTED

DOUBLE POWER POINT - EXTERNAL.
1500 AFFL.

DOUBLE POWER POINT - INTERNAL.
300mm AFFL.

DOUBLE POWER POINT - INTERNAL.
1500mm AFFL.

DOUBLE POWER POINT - INTERNAL.
HEIGHT VARIES.

DATA POINT - INTERNAL.
1500mm AFFL.

TELEPHONE VOICE POINT - INTERNAL.
1500mm AFFL.

PIN PIN CODE PANEL & DOOR BELL - INTERNAL.
1500mm AFFL.

TV POINT - INTERNAL.
HEIGHT VARIES.

DATA POINT - INTERNAL.
HEIGHT VARIES.

BULKHEAD.

TAP - EXTERNAL.
HEIGHT VARIES.

19.79 m²

0.11
STORE

D
0.11

01

CON.

D
0.11

02

SH SH

SH SH

SH SH

LEGEND - FINISHES

CON-XX

CAR-XX

VIN-XX

CONCRETE FLOOR FINISH. REFER TO PROJECT
SPECIFICATION FOR FINISH

CARPET FLOOR LINING

SELECTED VINYL FLOOR LINING

SELECTED RECESSED TYPE ENTRY FLOOR MAT.
REFER TO PROJECT SCHEDULES FOR SELECTED
TYPE. ALLOW FOR SLAB SET-DOWN

"XX" DENOTES FIELDS WITH NUMERICAL LABELLING. REFER TO
PROJECT SPECIFICATION /  FINISHES SCHEDULE FOR TYPE

A./ REFER TO PROJECT SCHEDULES & CONTRACT
DOCUMENTATION FOR FLOOR COVER PLATES & TRANSITION
TRIMS BETWEEN DIFFERENT FLOOR FINISHES. IF NONE ARE
SPECIFIED BUILDER IS TO ALLOW FOR IN THE CONTRACT PRICE
THE COST TO SUPPLY AND INSTALL A RAVEN MANUFACTURED
COVER PLATE SUITABLE FOR THE TRANSITION. ALL TO THE
ARCHITECTS APPROVAL PRIOR TO ORDERING AND INSTALLATION.

B./ WHERE FLOOR FINISHES CHANGES BETWEEN ROOMS,
CHANGE IS TO TERMINATE AT CENTER LINE OF DOOR LEAF IN
CLOSED POSITION.

C./ BUILDER IS TO CONFIRM ALL FLOOR SUBSTRATE AND
STRUCTURE ARE PREPARED TO THE INDUSTRY BEST PRACTICE
AND IN ACCORDANCE WITH FLOOR FINISHES MANUFACTURERS
RECOMMENDATION AND DETAIL PRIOR INSTALLATION.

D./   ALLOW FOR ALL MAKING GOOD AND RE-SCREEDING TO
FLOOR SURFACE FOR PROPOSED FLOOR FINISHES.

E./   GRADED FLOOR TO FLOOR WASTE ARE NOT SHOWN ON THIS
DRAWING. REFER PROPOSED SETOUT PLAN AND DETAIL PLAN
FOR DETAILS OF GRADED FLOORS.

NOTES

MAT

CON. CONCRETE FINISH
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LEGEND - EXTERNALS

EX.BRK EXISTING BRICK WORK

REFER TO PROJECT SCHEDULE FOR SELECTED FINISHES.

"XX" DENOTES FIELDS WITH NUMERICAL LABELLING REFERENCED
TO PROJECT SPECIFICATION / SCHEDULE FOR TYPE

BRK-XX SELECTED BRICK CLADDING

WB-XX SELECTED WEATHERBOARD  CLADDING

RN-XX RENDER FINISH

FC-XX CEMENT SHEET CLADDING

ZN-XX ZINC CLADDING

TC-XX TIMBER CLADDING

PF-XX PAINT FINISH

RWH RAIN WATER HEAD WITH POP-OVER FLOW

DP DOWN PIPE

AJ ARTICULATION JOINTS

A/C CON A/C CONDENSING UNIT

HWS HOT WATER SERVICES
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LEGEND - EXTERNALS

EX.BRK EXISTING BRICK WORK

REFER TO PROJECT SCHEDULE FOR SELECTED FINISHES.

"XX" DENOTES FIELDS WITH NUMERICAL LABELLING REFERENCED
TO PROJECT SPECIFICATION / SCHEDULE FOR TYPE

BRK-XX SELECTED BRICK CLADDING

WB-XX SELECTED WEATHERBOARD  CLADDING

RN-XX RENDER FINISH

FC-XX CEMENT SHEET CLADDING

ZN-XX ZINC CLADDING

TC-XX TIMBER CLADDING

PF-XX PAINT FINISH

RWH RAIN WATER HEAD WITH POP-OVER FLOW

DP DOWN PIPE

AJ ARTICULATION JOINTS

A/C CON A/C CONDENSING UNIT

HWS HOT WATER SERVICES
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LEGEND - FIXTURES & JOINERY
REFER TO PROJECT SCHEDULE FOR SELECTED FIXTURES TYPES.

"XX" DENOTES FIELDS WITH NUMERICAL LABELLING REFERENCED TO
PROJECT SPECIFICATION / SCHEDULE FOR TYPE

JN-XX REFERS TO JOINERY UNIT. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

ADJ ADJUSTABLE SHELVES. REFER TO PROJECT
SPECIFICATION FOR HARWARE TYPE

BCS-XX BABY CHANGE STATION. REFER TO PROJECT
SCHEDULES FOR TYPE

BIN-XX PULL-OUT BIN. REFER TO PROJECT
SCHEDULES FOR TYPE

BH BULKHEAD. REFER TO DETAIL

BOT-XX BOTTLE TRAP. REFER TO PROJECT
SCHEDULES FOR TYPE

BWU BOILING WATER UNIT WITHIN CUPBOARD

CH-XX COAT HOOK MOUNTED AT 1250mm AFFL.
REFER TO PROJECT SCHEDULES FOR TYPE

CS-XX CLEANER'S SINK. REFER TO PROJECT
SCHEDULES FOR TYPE

DW-XX DISHWASHER INTEGRATED WITHIN JOINERY.
REFER TO PROJECT SCHEDULES FOR TYPE

DRW PULL-OUT DRAWER. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

FS FIXED SHELVES. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

KB KICKBOARD

LK-XX LOCKER. REFER TO PROJECT SCHEDULES
FOR TYPE

MR-XX MIRROR. REFER TO PROJECT SCHEDULES
FOR TYPE

MW-XX MICROWAVE. REFER TO PROJECT SCHEDULES
FOR TYPE

PTD-XX PAPER TOWEL DISPENSER. REFER TO PROJECT
SCHEDULES FOR TYPE

SC-XX SHOWER CURTAIN. REFER TO PROJECT
SCHEDULES FOR TYPE

SG-XX SIGNAGE. REFER TO SIGNAGE SCHEDULE AND
PROJECT SPECIFICATION FOR DETAILS

SHB-XX SHOWER BASE. REFER TO PROJECT SCHEDULES
FOR TYPE

SH-XX SHOWERHEAD. REFER TO PROJECT SCHEDULES
FOR TYPE

SHS-XX SHOWER SCREEN. REFER TO PROJECT
SCHEDULES FOR TYPE

TR-XX TOWEL RAIL. REFER TO PROJECT SCHEDULES
FOR TYPE

UR-XX URINAL. REFER TO PROJECT SCHEDULES FOR
TYPE

WC-XX WATER CLOSET. REFER TO PROJECT
SCHEDULES FOR TYPE

LM-XX LAMINATE FINISH. REFER TO PROJECT
SCHEDULES FOR TYPE

SNK-XX SINK UNIT. REFER TO PROJECT SCHEDULES FOR
TYPE

TP-XX TAPWARE. REFER TO PROJECT SCHEDULES FOR
TYPE

VB-XX VANITY BASIN. REFER TO PROJECT SCHEDULES
FOR TYPE

HB-XX HANDBASIN. REFER TO PROJECT SCHEDULES
FOR TYPE

SK-XX SKIRTING TYPE. REFER TO SKIRTING DETAILS
AND PROJECT SCHEDULES FOR FURTHER
INFORMATION

GH-XX GROMMET HOLE. REFER TO PROJECT
SCHEDULES FOR TYPE

GR-XX GRAB RAILS. REFER TO PROJECT SCHEDULES
FOR TYPE

A/P ACCESS PANEL. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

TFB-XX TOILET FLUSH BUTTONS. REFER TO PROJECT
SCHEDULES FOR TYPE

FDS-XX FOLD DOWN SEAT. REFER TO PROJECT
SCHEDULES FOR TYPE

HD-XX AIR HAND DRYER. REFER TO PROJECT
SCHEDULES FOR TYPE

PA-XX TOILET / SHOWER PARTITIONS. REFER TO
PROJECT SCHEDULES FOR TYPE

JN-XX JOINERY UNIT. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

KB-XX KICKBOARD. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

SD-XX SOAP DISPENSER. REFER TO PROJECT
SCHEDULES FOR TYPE

SB-XX SPLASH BACK. REFER TO PROJECT SCHEDULES
FOR TYPE

TOILET PARTITIONS. REFER TO PROJECT
SCHEDULES FOR TYPE

PA-XX

TRH-XX TOILET ROLL HOLDER. REFER TO PROJECT
SCHEDULES FOR TYPE

PAINT FINISH. REFER TO PROJECT SCHEDULES
FOR TYPE

PF-XX

WF-XX WALL FINISH. REFER TO PROJECT SCHEDULES
FOR TYPE

COV-XX COVED SKIRTING. REFER TO PROJECT
SCHEDULES FOR TYPE

SK-XX SKIRTING. REFER TO PROJECT SCHEDULES FOR
TYPE

JOINERY FINISHES

- LM-01 TO ALL BENCHTOPS. REFER TO PROJECT SCHEDULE FOR
LAMINATE FINISH.

- LM-02 TO ALL FULL HEIGHT AND ALL OVERHEAD JOINERY. REFER TO
PROJECT SCHEDULES FOR LAMINATE FINISH.

- LM-03 TO ALL UNDER BENCH JOINERY, CHILDREN'S BAG STORE &
PRAM STORE.

- LM-04 TO ALL PA

- LM-05 TO ALL KICKBOARDS

- PROVIDE BULLNOSE EDGES TO ALL LAMINATE BENCHTOPS
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LEGEND - FIXTURES & JOINERY
REFER TO PROJECT SCHEDULE FOR SELECTED FIXTURES TYPES.

"XX" DENOTES FIELDS WITH NUMERICAL LABELLING REFERENCED TO
PROJECT SPECIFICATION / SCHEDULE FOR TYPE

JN-XX REFERS TO JOINERY UNIT. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

ADJ ADJUSTABLE SHELVES. REFER TO PROJECT
SPECIFICATION FOR HARWARE TYPE

BCS-XX BABY CHANGE STATION. REFER TO PROJECT
SCHEDULES FOR TYPE

BIN-XX PULL-OUT BIN. REFER TO PROJECT
SCHEDULES FOR TYPE

BH BULKHEAD. REFER TO DETAIL

BOT-XX BOTTLE TRAP. REFER TO PROJECT
SCHEDULES FOR TYPE

BWU BOILING WATER UNIT WITHIN CUPBOARD

CH-XX COAT HOOK MOUNTED AT 1250mm AFFL.
REFER TO PROJECT SCHEDULES FOR TYPE

CS-XX CLEANER'S SINK. REFER TO PROJECT
SCHEDULES FOR TYPE

DW-XX DISHWASHER INTEGRATED WITHIN JOINERY.
REFER TO PROJECT SCHEDULES FOR TYPE

DRW PULL-OUT DRAWER. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

FS FIXED SHELVES. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

KB KICKBOARD

LK-XX LOCKER. REFER TO PROJECT SCHEDULES
FOR TYPE

MR-XX MIRROR. REFER TO PROJECT SCHEDULES
FOR TYPE

MW-XX MICROWAVE. REFER TO PROJECT SCHEDULES
FOR TYPE

PTD-XX PAPER TOWEL DISPENSER. REFER TO PROJECT
SCHEDULES FOR TYPE

SC-XX SHOWER CURTAIN. REFER TO PROJECT
SCHEDULES FOR TYPE

SG-XX SIGNAGE. REFER TO SIGNAGE SCHEDULE AND
PROJECT SPECIFICATION FOR DETAILS

SHB-XX SHOWER BASE. REFER TO PROJECT SCHEDULES
FOR TYPE

SH-XX SHOWERHEAD. REFER TO PROJECT SCHEDULES
FOR TYPE

SHS-XX SHOWER SCREEN. REFER TO PROJECT
SCHEDULES FOR TYPE

TR-XX TOWEL RAIL. REFER TO PROJECT SCHEDULES
FOR TYPE

UR-XX URINAL. REFER TO PROJECT SCHEDULES FOR
TYPE

WC-XX WATER CLOSET. REFER TO PROJECT
SCHEDULES FOR TYPE

LM-XX LAMINATE FINISH. REFER TO PROJECT
SCHEDULES FOR TYPE

SNK-XX SINK UNIT. REFER TO PROJECT SCHEDULES FOR
TYPE

TP-XX TAPWARE. REFER TO PROJECT SCHEDULES FOR
TYPE

VB-XX VANITY BASIN. REFER TO PROJECT SCHEDULES
FOR TYPE

HB-XX HANDBASIN. REFER TO PROJECT SCHEDULES
FOR TYPE

SK-XX SKIRTING TYPE. REFER TO SKIRTING DETAILS
AND PROJECT SCHEDULES FOR FURTHER
INFORMATION

GH-XX GROMMET HOLE. REFER TO PROJECT
SCHEDULES FOR TYPE

GR-XX GRAB RAILS. REFER TO PROJECT SCHEDULES
FOR TYPE

A/P ACCESS PANEL. REFER TO PROJECT
SPECIFICATION FOR HARDWARE TYPE

TFB-XX TOILET FLUSH BUTTONS. REFER TO PROJECT
SCHEDULES FOR TYPE

FDS-XX FOLD DOWN SEAT. REFER TO PROJECT
SCHEDULES FOR TYPE

HD-XX AIR HAND DRYER. REFER TO PROJECT
SCHEDULES FOR TYPE

PA-XX TOILET / SHOWER PARTITIONS. REFER TO
PROJECT SCHEDULES FOR TYPE

JN-XX JOINERY UNIT. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

KB-XX KICKBOARD. REFER TO A7 SERIES JOINERY
DETAIL DRAWINGS FOR FURTHER INFORMATION

SD-XX SOAP DISPENSER. REFER TO PROJECT
SCHEDULES FOR TYPE

SB-XX SPLASH BACK. REFER TO PROJECT SCHEDULES
FOR TYPE

TOILET PARTITIONS. REFER TO PROJECT
SCHEDULES FOR TYPE

PA-XX

TRH-XX TOILET ROLL HOLDER. REFER TO PROJECT
SCHEDULES FOR TYPE

PAINT FINISH. REFER TO PROJECT SCHEDULES
FOR TYPE

PF-XX

WF-XX WALL FINISH. REFER TO PROJECT SCHEDULES
FOR TYPE

COV-XX COVED SKIRTING. REFER TO PROJECT
SCHEDULES FOR TYPE

SK-XX SKIRTING. REFER TO PROJECT SCHEDULES FOR
TYPE

JOINERY FINISHES

- LM-01 TO ALL BENCHTOPS. REFER TO PROJECT SCHEDULE FOR
LAMINATE FINISH.

- LM-02 TO ALL FULL HEIGHT AND ALL OVERHEAD JOINERY. REFER TO
PROJECT SCHEDULES FOR LAMINATE FINISH.

- LM-03 TO ALL UNDER BENCH JOINERY, CHILDREN'S BAG STORE &
PRAM STORE.

- LM-04 TO ALL PA

- LM-05 TO ALL KICKBOARDS

- PROVIDE BULLNOSE EDGES TO ALL LAMINATE BENCHTOPS
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PRAM STORE4
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MCH WAITING_SEATING_FRONT13
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MCH WAITING_BENCH SEATING_SECTION14
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PULL OUT STEP_SECTION10
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PULL OUT STEP_FRONT9
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UNDER BENCH DOOR FINGER PULL19
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TYPICAL WALL CUPBOARD HANDLE DETAIL20
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JN-02_BAG STORE_FRONT6
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JN-01_FRONT11
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JN-02_BAG STORE_SECTION7
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CD - ENTRANCE_EXT. ELEVATION 1 (JOINERY)5

MEASURING BENCH PERSPECTIVE18

PROVIDE 18mm THICK PLY INSERT WITH PENCIL ROUND
EDGES ON ALL FOUR SIDES & BELOW MEASURING UNIT

30mm BENCHTOP WITH 70mm SETDOWN. PENCIL ROUND
TOP EDGES

PERSPEX MEASURING UNIT TO FIT WITHIN PLY. ENSURE
MIN. 2mm GAP BETWEEN MEASURING UNIT AND PLY TO
ALLOW UNIT TO BE PULLED UP FOR CLEANING. REFER TO
PROJECT SCHEDULE FOR MEASURING UNIT TYPE.

 1 : 20

TIMBER FEATURE BATTENS SECTION2

 1 : 20

MCH CARD FRONT & SECTION8

PROVIDE MAGNETIC CHILD LOCKS

LM-03

LM-01

LM-01

LM-01

 1 : 20

JN-01_SECTION12
P04 11/06/2015 LSCLIENT REVIEW

100mm INSERT FROM EDGE BENCH. PROVIDE PENCIL
ROUND TOP EDGES TO BENCHTOP

120mm BENCHTOP

ENSURE MIN.20mm GAP BETWEEN PLY AND PERSPEX
MEASURING UNIT ON ALL FOUR SIDES

LM-05

 1 : 10

FEATURE BATTENS DETAIL PLAN16

 1 : 20

FEATURE BATTENS ELEVATION17

SIGNAGE_FRONT PERSPECTIVE15

PERFORATED PANEL MIN.5mm THICKNESS LOCKER GROUP
ROUNDED HOLES 60° STAGGERED CENTRES WITH STAGGERED
PERFORATIONS TO BASE SHEET OF SIGN POWDERCOATED TO
MATCH COLORBOND COLOUR MONUMENT @ 1500mm
HEIGHT WITH SHS SUPPORTS & CAPPING AT TOP AND
BOTTOM

NATURAL ANODISED SHEET MIN. 5mm THICKNESS WITH A
POLYURETHANE COATING FOLLOWED BY PHOTOGRAPHIC
IMAGING SUPER DURABLE FINISH

T01 24/06/2015 LSTENDER ISSUE

HOT DIP GALVANISED 50SHS FRAME FULLY WELDED ACROSS
ALL JOINTS. ALLOW TO POWDERCOAT FINISH THE SUPPORT
FRAME OF THE SIGN BLACK.
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NOTES

LEGEND - DOOR SCHEDULE

KICK PLATE. REFER TO PROJECT SCHEDULES
FOR TYPE

KP

DG

FG

VP

DOOR GRILLE. REFER TO PROJECT SCHEDULES
FOR TYPE

FIXED GLAZING PANEL.

VISION PANEL

RB DOOR REBATE

1. REFER CONSULTANT DOCUMENTATION FOR ANY UNDERCUT
REQURIED TO DOOR LEAFS.

2. REFER FLOOR PLAN FOR DIRECTION OF DOOR SWING.

3. ALL DOORS WHICH ARE TO BE PAINTED TO ENSURE ALL EDGE
FACE ARE PAINTED.

4. WHERE DIMENSIONS ARE NOTED WITH C.O.S. THIS INDICATES
THE DIMENSIONED VALUE IS TO BE CONFIRMED ON SITE AND
REPORTED FOR ANY DISCREPANCIES.

5. ALL GLAZING TO BE IN  ACCORDANCE WITH AS1288. 2006.

6. REFER DOOR HARDWARE SCHEDULE FOR SELECTED
HARDWARE. ANY DISCREPANCIES SHOULD BE REPORTED TO
ARCHITECTS FOR CLARIFICATION.

7. ALL DOORS SIGNAGE REFER TO SCHEDULE FOR DETAILS.

8. REFER PROJECT SPECIFICATION FOR NOMINATED DOOR
FRAMES & ARCHITRAVES.

9. ALL HINGED DOORS TO BE 40mm THICK NOM. SOLID CORE
WITH KDHW STILES.

10. ALL DOOR HANDLES AND PUSH EXIT BARS TO BE INSTALLED
BETWEEN 900mm -1100mm ABOVE FINISH FLOOR LEVEL.
CONFIRM WITH SUPERINTENDENT PRIOR INSTALLATION.

11. ALL DOORS TO HAVE 4XNO. OF STAINLESS STEEL BALL
BEARING HINGES HEAVY DUTY TYPE.

DDA REQUIREMENTS
1. ALL SLIDING DOORS TO COMPLY WITH AS1428.1 FIG 30(B)

2. ALL DOORWAYS SHALL HAVE A MINIMUM LUMINANCE CONTRAST
OF 30% PROVIDED BETWEEN:

I. DOOR LEAF AND DOOR JAMB;
II. DOOR LEAF AND ADJACENT WALL;
III. ARCHITRAVE AND WALL;
IV. DOOR LEAF AND ARCHITRAVE; OR
V. DOOR JAMB AND ADJACENT WALL.
VI. THE MINIMUM WIDTH OF THE AREA OF LUMINANCE CONTRAST
SHALL BE 50 mm.

3. DOOR FORCES TO COMPLY WITH AS1428.1 CLAUSE 13.5.2 (E)

4. DOOR HARDWARE TO COMPLY WITH AS1428.1 FIG 35(A) & (B)

5. WHERE SNIB’S ARE INSTALLED, THEY SHALL HAVE A LEVER
HANDLE OF A MINIMUM LENGTH OF 45mm FROM THE CENTRE OF
THE SPINDLE.

6. ALL FULL HEIGHT WINDOWS & GLAZED DOORS TO HAVE A SOLID
100mm DECAL STRIP AT 900 ABOVE FFL TO FULL WIDTH OF
DOORS/WINDOWS.

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH
GLASS TYPE

GLAZING FILM
MANIFESTATION STRIP

HARDWARE

DT-01
EXTERNAL, DOUBLE GLAZED, HINGED, DOUBLE LEAF DOOR
AWS SERIES
AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED FRENCH DOORS
TOUGHENED GLASS
SOLID 100mm DECAL STRIP AT 900 ABOVE FFL

PROVIDE EXIT SIGNAGE
PROVIDE WEATHERSTRIP
LOCKING MECHANISM TO EXTERNAL SIDE
GLAZING TO COMPLY WITH AS1288
MASTER KEY TO BUILDING SYSTEM
DOOR TO BE FITTED WITH A SINGLE DOWNWARD LEVER DEVICE OPENABLE
WITHOUT THE USE OF A KEY SWING IN THE DIRECTION OF EGRESS

NOTES
REFER TO DOOR HARDWARE SCHEDULE
N/A

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH

LEAF FINISH
LEAF TYPE

HARDWARE
DOOR JAMB TYPE

DT-02
INTERNAL, 2100Hx920W, HINGED,  SINGLE LEAF DOOR
PRESSED STEEL DOOR FRAME TO SUIT WALL THICKNESS
DULUX ANTIQUE WHITE U.S.A.
920mm WIDE 42mm THICK SOLID CORE TIMBER DOOR LEAF
DULUX HOG BRISTLE TO ALL FACES.
REFER 'FRAME TYPE'

KP-01. REFER DOOR TYPE LEGEND FOR LOCATIONS
N/A

PROVIDE LEVER PULL TYPE HANDLE AT 1500mm ABOVE FFL FOR MCH DOORS,
AND AT AS1428.1. COMPLIANT HEIGHT FOR DOOR TO ACC.WC
KP-01: LOCKWOOD KICKPLATE 920X300MM CSK SSS
ENSURE MINIMUM 870mm CLEAR OPENING
SOUND SEALS ALL SIDES

KICKPLATE
DOOR GRILLE

HANDLE

NOTES

KEY ACCESS FOR 0.03/D01, 0.04/D01

REFER TO DOOR HARDWARE SCHEDULE

EQ EQ

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH
GLASS TYPE

GLAZING FILM
MANIFESTATION STRIP

HARDWARE

DT-03
INTERNAL, 2100Hx920W, DOUBLE GLAZED, HINGED, SINGLE LEAF DOOR
AWS SERIES
AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED DOOR
TOUGHENED GLASS
SOLID 100mm DECAL STRIP AT 900 ABOVE FFL

PROVIDE EXIT SIGNAGE TO D01/0.08
GLAZING TO COMPLY WITH AS1288
PROVIDE LEVER PULL TYPE HANDLE AT AS1428.1. COMPLIANT HEIGHT
ENSURE MINIMUM 870mm CLEAR OPENING
PROVIDE KEY & DOOR BELL TO 0.02/D01

NOTES
REFER TO DOOR HARDWARE SCHEDULE
N/A

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH
GLASS TYPE

GLAZING FILM
MANIFESTATION STRIP

HARDWARE

DT-04
EXTERNAL, 2100Hx920W, DOUBLE GLAZED, HINGED, SINGLE LEAF DOOR
AWS SERIES
AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED DOOR
TOUGHENED GLASS
SOLID 100mm DECAL STRIP AT 900 ABOVE FFL

PROVIDE EXIT SIGNAGE TO D01/0.08
GLAZING TO COMPLY WITH AS1288
PROVIDE LEVER PULL TYPE HANDLE AT AS1428.1. COMPLIANT HEIGHT
ENSURE MINIMUM 870mm CLEAR OPENING
MASTER KEY TO BUILDING SYSTEM
DOOR SNIB TO INSIDE,TO BE ABLE TO OPEN WITH ONE LEVER ACTION
DOOR LOCK TO EXTERNAL SIDE, MASTER KEY TO BUILDING SYSTEM
MECHANICAL HOLD OPEN CATCH AT 1500 AFFL

NOTES

DOOR TO BE FITTED WITH A SINGLE DOWNWARD LEVER DEVICE OPENABLE
WITHOUT THE USE OF A KEY SWING IN THE DIRECTION OF EGRESS

REFER TO DOOR HARDWARE SCHEDULE
N/A

EX.DOOR

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH

LEAF FINISH
LEAF TYPE

HARDWARE
DOOR JAMB TYPE

DT-EX
EXISTING DOOR
N/A
N/A
N/A
N/A
N/A

N/A
N/A

CONTRACTOR TO VERIFY IF EXISTING DOOR HARDWARES ARE INSTALLED
TO AS1428.1.  ADJUST EXISTING DOOR HANDLE HEIGHT / INSTALL NEW
AS1428.1. COMPLIANT DOOR HARDWARES IF NECESSARY

KICKPLATE
DOOR GRILLE

HANDLE

REFER TO DOOR HARDWARE SCHEDULE

DESCRIPTION

FFL

FRAME TYPE
FRAME FINISH

LEAF FINISH
LEAF TYPE

HARDWARE
DOOR JAMB TYPE

DT-05
EXTERNAL, 2100Hx2400W, ROLLER DOOR
AIRPORT DOORS SERIES B
AS  ABOVE
AS ABOVE
AS ABOVE
N/A

N/A
N/A

N/A

MASTER KEY TO BUILDING SYSTEM

KICKPLATE
DOOR GRILLE

HANDLE

NOTES

REFER TO DOOR HARDWARE SCHEDULE

2500H X 1900W FOR D0.01/01
2100H X 1900W FOR D0.09/02

IMPORTANT NOTE

- PROVIDE TOUGHENED GLASS TO ALL EXTERNAL GLAZED DOORS
ENSURE COMPLIANCE TO AS1288 WITH GRADE A SAFETY GLASS

- ALL EXTERNAL DOORS TO BE FITTED WITH HOLD OPEN CATCHES

NOTE: DOOR TO ACC WC TO HAVE OVER CUT TO ALLOW FOR LIFT
OFF. PROVIDE PRIVACY ALUMINIUM ANGLE TO FULL WIDTH OF DOOR
OPENING TO CONCEAL GAP ABOVE DOOR PANEL. PROVIDE LIFT OFF
HINGES TO DOOR TO ACC WC.

DOOR TYPE LEGEND
ROOM NO. DOOR NO. DOOR TYPE KICK PLATE DOOR  HANDLE HEIGHT

0.01 01 DT-01 HEIGHT AS PER AS1428.1
0.01 02 DT-03 HEIGHT AS PER AS1428.1
0.02 01 DT-03 HEIGHT AS PER AS1428.1
0.03 02 DT-02 TO MCH 02 SIDE 1500mm AFFL
0.03 01 DT-02 TO MCH WAITING SIDE 1500mm AFFL
0.04 01 DT-02 TO MCH WAITING SIDE 1500mm AFFL
0.05 01 DT-02 TO BOTH SIDES HEIGHT AS PER AS1428.1
0.06 EX EX 1500mm AFFL
0.06 01 DT-03 HEIGHT AS PER AS1428.1
0.07 EX EX 1500mm AFFL
0.07 EX EX. HEIGHT AS PER AS1428.1
0.09 01 DT-03 HEIGHT AS PER AS1428.1
0.09 02 DT-01 1500mm AFFL
0.10 02 DT-04 1500mm AFFL
0.10 01 DT-03 HEIGHT AS PER AS1428.1
0.11 01 DT-05 N/A
0.11 02 DT-05 N/A
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LEGEND - WINDOWS

NOTES

1. ALL GLAZING TO BE IN ACCORDANCE WITH AS1288- 2006.

2. REFER DOOR HARDWARE SCHEDULE FOR SELECTED
HARDWARE. ANY DISCREPANCIES SHOULD BE REPORTED TO
ARCHITECTS FOR CLARIFICATION.

3. WHERE NOTED C.O.S INDICATES DIMENSIONS TO BE
CHECKED ON SITE.

4. REFER SPECIFICATION FOR SELECTED GLAZING TYPE.

AWN

LP LOUVERED WINDOW SYSTEM

OP OPERABLE GLAZING

FG FIXED GLAZING

AWNING GLAZING

DOOR

WINDOW

D
X.XX

XX

W
X.XX

XX

IMPORTANT NOTE

- ALL GLAZING TO BE IN ACCORDANCE WITH AS1288

- ALL INTERNAL WINDOWS TO HAVE SINGLE GLAZED 6mm V-FLOAT
CLEAR

- ALL EXTERNAL WINDOWS TO HAVE 6mm SUNENERGY CLEAR
(EXTERNAL SIDE)/12mm ARGON/6mm V-FLOAT CLEAR (INTERNAL
SIDE) ENSURE COMPLIANCE TO AS1288 WITH GRADE A SAFETY
GLASS

- PROVIDE TOUGHENED GLASS TO ALL EXTERNAL GLAZED DOORS
ENSURE COMPLIANCE TO AS1288 WITH GRADE A SAFETY GLASS

- PROVIDE TOUGHENED GLASS TO BOTH SIDES OF DOUBLE GLAZED
WINDOWS TO ALL WINDOWS WITH BOTTOM FRAME SITS BELOW
1000mm AFFL IN COMPLIANCE WITH AS1288.

- ALL EXTERNAL DOORS TO BE FITTED WITH HOLD OPEN CATCHES
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 1 : 50

0.01/W01 (ENTRY)1
 1 : 50

0.01/W02 ( ENTRY AIRLOCK)2
 1 : 50

0.01/W04, W05 (ENTRY AIRLOCK)4
 1 : 50

0.02/W01 (MCH WAITING)5

 1 : 50

0.02/W02 (MCH WAITING)6
 1 : 50

0.02/W03 (MCH WAITING)7
 1 : 50

0.03/W01, 0.04/W01 (MCH 1 & 2)8
 1 : 50

0.03/W02 & 0.04/W02 (MCH 1 & 2)9
 1 : 50

0.06/W01,W02,W03, W04 (FOYER/PLAYROOM 6)11

 1 : 50

0.06/W05 (PLAYROOM 6)12
 1 : 50

0.09/W01 (PLAYROOM 5)13
 1 : 50

0.09/W02,W03, W05, W06 (PLAYROOM 5)14
 1 : 50

0.09/W06, W07 (PLAYROOM 5)16

 1 : 50

0.09/W08, W09 (PLAYROOM 5)17
 1 : 50

0.09/W10 (PLAYROOM 5 KITCHEN)18
 1 : 50

0.09/W13 (PLAYROOM 5)20

 1 : 50

0.09/W14 (PLAYROOM 5)21

 1 : 50

0.10/W01 (PLAYROOM 5 WC)22
 1 : 50

0.10/W02 (PLAYROOM 5 WC)23
 1 : 50

0.10/W03, W04 (PLAYROOM 5 WC)24
 1 : 50

0.10/05, W06 (PLAYROOM 5)25
 1 : 50

0.10/W07 (PLAYROOM 5 WC)26
 1 : 50

0.11/W01 (NEW CIRC.SPACE)27

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X 50mm FRAMING
-FIXED SIDELIGHT WITH AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED
- DOOR CODE: REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- PROVIDE SOLID 100MM DECAL STRIP AT 900 ABOVE FFL TO FULL WIDTH OF DOOR
& WINDOW
- MANUFACTURER: AWS

 1 : 50

0.05/W01 (ACC WC)10

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING
- FIXED SIDELIGHT WITH AWS ELEVATE 52 SERIES COMMERCIAL
HINGED GLAZED
- DOOR CODE:REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- SOLID 100MM DECAL STRIP AT 900 ABOVE FFL
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL,  AWS ELEVATE 424 SERIES CentreGLAZE 102mm X 50mm FRAMING FIXED SIDELIGHT
WINDOW WITH AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED DOOR
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 463 SERIES COMMERCIAL
ARCHITECTURAL DOUBLE HUNG WINDOW
- FIXED BOTTOM PANE
- OPERABLE SLIDING SASH TOP PANE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X 50mm
FRAMING FIXED SIDELIGHT
- AWS ELEVATE 52 SERIES HINGED DOOR FRAME WITH DOOR PANEL
INSERT BY OTHERS
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 463 SERIES COMMERCIAL
ARCHITECTURAL DOUBLE HUNG WINDOW WITH BOTTOM PANE
TO BE FIXED PERMANENTLY CLOSED AND TOP PANE TO BE
OPERABLE SLIDING SASH
- FIXED BOTTOM PANE
- OPERABLE SLIDING SASH TOP PANE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm
X 50mm FRAMING WITH 424 DEDICATED AWNING SASH
WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 463 SERIES COMMERCIAL
ARCHITECTURAL DOUBLE HUNG WINDOW WITH BOTTOM
PANE TO BE FIXED PERMANENTLY CLOSED AND TOP PANE
TO BE OPERABLE SLIDING SASH
- XF CONFIGURATION
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm
X 50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, WINDOW W02 TO BE AWS ELEVATE 462 SERIES
COMMERCIAL ARCHITECTURAL SLIDING WINDOW
- WINDOWS W03, W05, W06 TO BE AWS ELEVATE 424 SERIES
CentreGLAZE 102mm X 50mm FRAMING FIXED LIGHT WINDOW
- FXXF CONFIGURATION
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES COMMERCIAL
ARCHITECTURAL SLIDING WINDOW
-FX CONFIGURATION AT TOP
-FF CONFIGURATION AT BOTTOM
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 463 SERIES COMMERCIAL ARCHITECTURAL DOUBLE HUNG WINDOW WITH BOTTOM PANE TO BE
FIXED PERMANENTLY CLOSED AND TOP PANE TO BE OPERABLE SLIDING SASH
- FIXED BOTTOM PANE
- OPERABLE SLIDING SASH TOP PANE
- DOORS TO BE AWS ELEVATE 52 SERIES COMMERCIAL HINGED GLAZED FRENCH DOORS
- DOOR CODE: REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE
102mm X 50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED SIDELIGHT WITH AWS ELEVATE 52
SERIES COMMERCIAL HINGED GLAZED DOOR
- DOOR CODE: REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, ARENS INTERNALTIONAL MOTORISED AWNING WINDOW
- EACH SASH TO HAVE A COMPACT CHAIN WINDER (1ACTUATOR PER SASH) IN GREY COLOUR.
- PROVIDE ONE SWITCH. REFER TO FITOUT PLAN FOR SWITCH LOCATION.
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: ARENS INTERNALTIONAL

- INTERNAL, AWS ELEVATE 424 SERIES
CentreGLAZE 102mm X 50mm FRAMING FIXED
LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE
102mm X 50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- INTERNAL, AWS ELEVATE 424 SERIES
CentreGLAZE 102mm X 50mm FRAMING FIXED
SIDELIGHT WINDOW WITH AWS ELEVATE 52
SERIES COMMERCIAL HINGED GLAZED DOOR
- DOOR CODE: REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED SIDELIGHT WINDOW WITH 424
DEDICATED AWNING SASH WITH AWS ELEVATE 52 SERIES
COMMERCIAL HINGED GLAZED DOOR
- DOOR CODE: REFER DOOR  SCHEDULE
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X
50mm FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS

- EXTERNAL, AWS ELEVATE 424 SERIES CentreGLAZE 102mm X 50mm
FRAMING FIXED LIGHT WINDOW
- FRAME TYPE NATURAL ANODIZED ALUMINIUM
- GLAZING TO COMPLY WITH AS1288
- MANUFACTURER: AWS
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